DEVELOPMENT OF A HIGH SPEED STAPLER PIN MANUFACTURING MACHINE

Sisira Priyantha Palagama

128813D

Degree of Master of Science

Department of Electrical Engineering

University of Moratuwa

Sri Lanka

April 2017
DEVELOPMENT OF A HIGH SPEED STAPLER PIN MANUFACTURING MACHINE

Sisira Priyantha Palagama

128813D

Thesis submitted in partial fulfillment of the requirements for the degree of Master of Science in Industrial Automation

Department of Electrical Engineering

University of Moratuwa

Sri Lanka

April 2017
Declaration

I declare that this is my own work and this thesis does not incorporate without acknowledgement any material previously submitted for a Degree or Diploma in any other University or Institute of higher learning and to the best of my knowledge and belief it does not contain any material previously published or written by another person except where the acknowledgement is made in the text.

Also, I hereby grant to University of Moratuwa the non-exclusive right to reproduce and distribute my thesis in whole or in part in print, electronic or other medium. I retain the right to use this content in whole or part in future works (such as articles or books)

Signature: …………………….. Date: ………………..

S.P. Palagama

The above candidate has carried out research for the Masters under our supervision

Signature: …………………….. Date: ………………..

Dr. A.G.B.P. Jayasekara

Signature: …………………….. Date: ………………..

Prof. N. Wickramarachchi
Abstract

Converting any kind of production system from discrete process to continuous process saves substantial time in production process enabling reduction of power consumption, reduction of space, utilized to increasing production capacity. That can be applied for development of existing manufacturing processes; here used for steel wire production processes.

Stapler pin was invented in late 1877’s for binding of materials, popular due to simple form of use in the industry and now it has become an essential commodity in the market. In past decades, stapler pin manufacturing process have not been developed and used conventional manufacturing process all over the world which have limitations due to high energy consumption and high space requirement; therefore setting up such factories leads to high capital investments.

The objective of this study is to Development of High Speed Stapler Pin Manufacturing Machine to introduce to the local market and cope up the target. Total requirement of the stapler pins of different sizes for office uses and industrial uses are imported and distribute by various suppliers in Sri Lanka. No one can think of manufacturing stapler pins in Sri Lanka due to high capital investment and high operation cost and lack of own technology. Now many suppliers import base product and packet locally and distribute through super markets and retail markets. Stapler pin manufacturing process involves very simple mechanical functions of wire forming, feeding, cutting, bending, moving and gluing. Conventional stapler pin manufacturing is done by using round galvanized steel wire of different wire gauge from 18 to 26 based on the application.

Single or multiple wire which feed through set of rollers to straitening and forming it’s flat shape then gluing it by using gum. Then heated to dry and make wire flat strip. After it cut and bent to correct size to produce stapler pin by using mechanical actuator by aid of square shaped die and mold which moves up and down.
In this design mechanisms have completely changed to make its square shape by using rotary bending mechanism. Steel wire feed through freely rotating rollers by using rotational square bar then it cut by using rotating cutting tool while moving stapler pin forward. Cutting tool moving up and down enabling to produce two stapler pins at a time. In this Design of high speed stapler pin manufacturing machine addresses to save energy, time and space leads to convert factory manufacturing environment to domestic manufacturing environment. Use of time, space and energy saving strategy is most economical and applicable in modern industry accordingly manufacture of stapler pins can promote / emerge into the domestic industry and this product enabling to country economic development.

Two types of conceptual machines have been developed and relevant prototype models have been tested. Only one type of the conceptual design has been successful. Further improvements and developments have been incorporated to the successful model in order to produce stapler pins with correct shape and dimensions. Power requirements have been calculated by using theoretical approach by using formula and also experimental power requirement has also been calculated by experimental approach and observed that both power requirements are almost the same. Therefore the formulated equations can be used for further developments in the proposed process. Machine will be used in domestic manufacturing environment; hence certain safety precautions were concerned when selecting the power source, drive motor, heater and control system.
Acknowledgement

I wish to express my sincere gratitude to my supervisors, Prof. N. Wickramarachchi, Head of Department of Electrical Engineering and Dr.A.G.B.P. Jayasekara, Course Coordinator, Senior Lecturer, Faculty of Engineering, University of Moratuwa for their continuous supervision, guidance and knowledge enabling me to successfully complete this report.

Furthermore, I would like express my heartiest thanks to non-academic staff of Electrical Engineering Department for their kind support.

Also I would like to give a special thank to Lathe men, Machinists and other supporters of the workshops for fabricating the machine components and making changes and providing with necessary information to make my research work successful.
# Table of Content

Declaration.......................................................................................................................... i  
Abstract................................................................................................................................ ii  
Acknowledgement .............................................................................................................. iv  
Table Of Content.................................................................................................................. v  
List Of Figures ..................................................................................................................... vii  
List Of Tables ........................................................................................................................ x 
1.0 Introduction..................................................................................................................... 1  
1.1 Application.................................................................................................................... 1  
1.2 Different Types, Shapes And Sizes ............................................................................. 4  
2.0 Conventional Manufacturing Process ......................................................................... 6  
2.1 Production Flow Chart - Conventional Process ......................................................... 8  
2.2 Manufacturing Process ............................................................................................... 9  
3.0 Proposed Manufacturing Mechanism .......................................................................... 15  
3.1 Novel Production Process And Motivation ............................................................... 16  
3.2 Objectives ................................................................................................................... 17  
4.0 Conceptual Process Design ......................................................................................... 18  
4.1 Production Flow Chart - Novel Process .................................................................... 18  
4.2 Novel Machines Configurations ................................................................................. 20  
5.0 Theoretical Approach And Mathematical Modeling .................................................. 23  
6.0 Theoretical Power Calculation .................................................................................... 29  
7.0 Experimental Approach And Problems Encountered ............................................ 38  
7.1 Selection Of Stapler Pin .............................................................................................. 38  
7.2 Fabrication And Operation Of Hand Driven Machine ......................................... 39  
8.0 Machine Design .......................................................................................................... 52  
8.1 Selection Of Motor And Machine Speed .................................................................... 52  
8.2 Variable Speed Controller Of The Induction Motor .................................................. 53  
8.3 Machine Design And Testing Of Performance – Stage 1 ........................................... 54  
8.4 Machine Design And Testing Of Performance – Stage 2 ........................................... 56
List of Figures

Figure 1-1: Office Use .................................................................................................................. 1
Figure 1-2: Decorations ............................................................................................................... 2
Figure 1-3: Ornaments ................................................................................................................ 2
Figure 1-4: Wood Industry ......................................................................................................... 3
Figure 1-5: Upholstering Work ................................................................................................. 3
Figure 1-6: Medical Applications .............................................................................................. 4
Figure 1-7: Different Shapes .................................................................................................. 5
Figure 1-8: Different Sizes ..................................................................................................... 5
Figure 2-1: Conventional Mechanism of Producing Stapler Pin ............................................. 6
Figure 2-2: Rollers .................................................................................................................. 7
Figure 2-3: Punching ................................................................................................................ 7
Figure 2-4: Production Flow Chart ......................................................................................... 8
Figure 2-5: t= 0.37s: Production Floor of a Factory ............................................................... 9
Figure 2-6: t=0.51s: Wire Drums .......................................................................................... 10
Figure 2-7: t=1.05s: Wire Forming ...................................................................................... 10
Figure 2-8: t=1.13s: Straightening ........................................................................................ 11
Figure 2-9: t=1.16s: Straightening ....................................................................................... 11
Figure 2-10: t=1.26s: Gluing .................................................................................................. 12
Figure 2-11: t=2.02s: Feeding .............................................................................................. 13
Figure 2-12: t=2.11s: Punching ............................................................................................. 13
Figure 2-13: t=2.42s: Final Product ..................................................................................... 14
Figure 2-14: Types and Shapes ............................................................................................... 14
Figure 3-1: Proposed Manufacturing Mechanism ................................................................. 15
Figure 3-2: Free Rollers .......................................................................................................... 16
Figure 3-3: Wrapping and Cutting Mechanism ..................................................................... 16
Figure 4-1: Proposed Concept Flow Chart ........................................................................... 18
Figure 4-2: Configuration – Type 1 ...................................................................................... 21
Figure 4-3: Rear View – Type 1 ............................................................................................ 21
Figure 4-4: Configuration – Type 2 Front Side and Rear Side ................................................. 22
Figure 4-5: Exploded View ........................................................................................................... 22
Figure 5-1: Wire Forming Operation ......................................................................................... 23
Figure 5-2: Wrapping Operation .............................................................................................. 24
Figure 5-3: Bending Operation 3D .......................................................................................... 24
Figure 5-4: Bending Operation 2D .......................................................................................... 25
Figure 5-5: Force Diagram ....................................................................................................... 25
Figure 5-6: Moving Operation .................................................................................................. 27
Figure 5-7: Moving Force Diagram .......................................................................................... 27
Figure 5-8: Equivalent Mass of Rotating Part .......................................................................... 28
Figure 7-1: Proposed Shape and Dimension of Stapler Pin ...................................................... 38
Figure 7-2 Mechanical Component of Hand Driven Machine .................................................. 39
Figure 7-3: Mechanical Component – Die Nut ......................................................................... 40
Figure 7-4: Hand Driven Machine Front View and Rear View ............................................... 40
Figure 7-5: Method of Applying Torque ................................................................................. 41
Figure 7-6: Force ........................................................................................................................ 43
Figure 7-7: Torque ...................................................................................................................... 43
Figure 7-8: Power ....................................................................................................................... 44
Figure 7-9: Machine Configuration and Semi Processed Product ........................................... 45
Figure 7-10: Machine Configuration – Side View .................................................................... 46
Figure 7-11: Machine Configuration – Front View ................................................................... 46
Figure 7-12: Dismantled Components and Semi Finished Product ......................................... 48
Figure 7-13: Force ...................................................................................................................... 50
Figure 7-14: Torque ................................................................................................................... 50
Figure 7-15: Power ..................................................................................................................... 51
Figure 8-1: Dimmer Circuit Used for Induction Motor Speed Control ...................................... 54
Figure 8-2: Machine Configuration – Stage 1 .......................................................................... 54
Figure 8-3: Machine Configuration Stage 2 .............................................................................. 56
Figure 8-4: Exploded 3D View ................................................................................................. 58
Figure 8-5: 3D View .................................................................................................................... 58
Figure 8-6: 3D Sectional View ................................................................. 58
Figure 8-7: Machine Configuration Stage 3 ............................................. 59
Figure 8-8: Power ................................................................................. 63
Figure 8-9: Speed ............................................................................... 63
Figure 8-10: Torque ............................................................................. 64
Figure 8-11: Rated Capacity ................................................................. 64
Figure 8-12: Machine parts, Semi Finish product and Glue Stick ....... 66
Figure 8-13: Lubrication Mechanism .................................................... 68
Figure 8-14: Product Come Out from the Cutter ................................. 66
List of Tables

Table 4-1: Description of Individual Process ........................................... 19
Table 6-1: Dimensions of the Wire................................................................. 29
Table 6-2: Bending Force and Tension of Wire Gauge 20,22 and 23 .............. 29
Table 6-3: Bending Force and Tension of Wire Gauge 24,25 and 26 .............. 30
Table 6-4: Wire Forming Power Gauge 20, 22 and 23................................... 31
Table 6-5: Wire Forming Power Gauge 24, 25 and 26................................... 32
Table 6-6: Wire bending Power Gauge 20, 22 and 23.................................... 33
Table 6-7: Wire bending Power Gauge 24, 25 and 26.................................... 33
Table 6-8: Wire Cutting Power Gauge 20, 22,and 23.................................... 33
Table 6-9: Wire Cutting Power Gauge 24 25, and 26.................................... 34
Table 6-10: Wire Moving Power Gauge 20, 22 and 23................................. 34
Table 6-11: Wire Moving Power Gauge 24, 25 and 26................................. 35
Table 6-12: Power for Rotating Parts .............................................................. 35
Table 6-13: Total Power Gauge 20, 22 and 23 .............................................. 36
Table 6-14: Total Power Gauge 24, 25 and 26 .............................................. 37
Table 7-1: Power Consumption for First Attempt – Gauge 24 Wire.............. 42
Table 7-2: Power Consumption for Third Attempt – Gauge 24 Wire .......... 49
Table 7-3: Mode of Failure of Wire of Continuous Feeding........................ 51
Table 8-1: Performance Characteristics for Gauge 20, 22 and 23............... 61
Table 8-2: Performance Characteristics for Gauge 24, 25 and 26............... 62