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CHAPTER 4 
4.  DATA ANALYSIS 
 
4.1 Why customer requirements are important in the cutting room? 
 
Somebody can argue that, there is no point of talking about customer requirements in the 
cutting room, because that the designer has already thought of the customer requirements and 
designed accordingly. However in some special cases the cutting room management must 
have an idea on this, at cutting operations. 
 
Example 1 
Buyers request certain test reports in various aspects in the process of garment cutting and 
making. The buyer, M & S has introduced a system called MSQR (Marks and Spencer 
Quality Requirements) to test the bond strength in fuse line, and the effects after label 
washing and durability washing, two times per day for each style. If the fusing process is 
carried out in the cutting room, then the cutting room management should have a sound 
knowledge on the buyers’ requirements. 
 
Example 2 
The cutting room management should also have a sound knowledge on patterns and designs, 
which are required by the customer, when doing pattern engineering by means of reducing 
the fabric usage. 
Some times piping wastes lot of fabric, when cutting it in width direction or bias direction. If 
the cutting room management is having an idea about the pattern and it is identified that the 
piping can be turned to length direction then it is possible to make a significant saving on 
fabric. 
Or lesser width fabrics can be selected and used. 
 
 
 
 
  
 
 
 
 
 

 
Figure 4.1 – Marker of piping. 

 
The shaded area in the figure 4.1 is a waste, which can be eliminated if the piping is cut in its 
length direction. 
The buyer M & S requests neck stretch of a t shirt’s neck up to a certain extent (Example: 29 
cm for 4/5 years) in children garments, therefore, the piping that is going to attach to the neck 
must be in width direction for such garments. For such purposes (piping) less width fabric is 
better. 
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 Example 3 
The cutting room management has to plan the cutting operations, not only to day to- day 
work but also to next week, next month and next season as well. When planning, knowledge 
on the seasonal changes is also a must. A best example for this is that fleece fabric styles 
prepared for colder seasons and when spreading such fabric, the lay depth becomes less with 
a small quantity of plies. Thereby the cut out put becomes less, and therefore requires a 
higher workmanship. Accordingly the cutting schedule has to be arranged with the other 
resources. 
 
Example 4 
It requires to lay nap (pile) down way, when spreading and cutting fleece fabric, as the nap 
down way will help to slip water, which might fell on to the apparel when wearing. If it is not 
required, the patterns can be drawn as both way markers and both way patterns. 
 
Example 5 
If the garment is a children-wear, then a special attention must be paid at all the processes of 
garment making. An embroidery work on a front panel must be backed by a fusible 
interlining to avoid rough surface that contact child’s skin. 
The environment in the cutting room must be metal free. Therefore an extra care is required 
when sharpening blades, spreading by using pins, and all kinds of metal using. 
 
Example 6 
Most of the times the buyer requests to match stripes or checks, so it should be considered 
when spreading fabric.  
 
Example 7 
Some buyers request to adhere some compliance regulations, health safety regulations and 
product safety regulations. Most of the European buyers request the ISO9000 standards, and 
the USA buyers request ISO9000 standards, WRAP (World Responsibility for Apparel 
Product) certificate and Social Accountability 8000 standards. When cutting for such buyers 
the cutting room management must be adhered to those rules and regulations. 
Some such regulations requested by buyers are, compliance regulations and Health and 
Safety regulations. 
 
Some Compliance regulations are, 

• Maximum overtime hours that can be done by an operator, per one day is two hours. 
• A Minimum wage limit. 
• No under 17 years of age workers. 
• The existence of ability to unite workers. 
• No harassment on workers. 
• Wastes must not pollute the environment. 
• Availability of one off day for each week. 

 
Some Health safety regulations are 

• Dust free environment. 
• A first aid facility must be available. 
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• An insurance scheme for all workers. 
• Availability of safety guard equipments. 
• Availability of trained people for an emergency. 

 
Some Product safety regulations are 

• Metal free apparels. 
• Delayed-flammability apparels  
• No hazard chemicals to be used in production. 
• Durability strength in apparels. 
• No easy removable items in children garments. 

 
 
The customer requirements are different from one buyer to the other. Therefore the 
knowledge on customer requirement, on the product, as well as on to the process is 
essential for planning, spreading, cutting, fusing processes and also in human resource 
management in the cutting room. The customer might reject the sourcing, due to the 
failure to fulfill their requirements. In that sense the achieved high fabric utilization is 
useless.  
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4.2 Why supplier specifications are important in the cutting room? 
 
Before starting operations at cutting room, fabric specifications of a fabric roll should be 
studied, which are to be dealt with marker making, spreading, cutting, etc. The cut order plan 
must be planned accordingly. The supplier specifications help to, 

• Identify and to segregate the fabric, 
• Identify the nature of the fabric, 
• Find the shrinkage level, 
• Find the fabric amount received, 
• Check the fault rate and to re-act on that, 

 
The cutting room management has to take some special actions on some special fabrics. The 
segregation is useful to prepare lay plans, pattern making, marker making and forecasting the 
total cut quantity in advance. 
 
Example 1 
Fabrics composite with Lycra or synthetic material must be cut with an extra care, - cannot 
use high speed cutting machine, the RPM of the cutter (automatic) must be reduced and the 
ply height must be lesser. If not the adjacent plies would be fused and all the cuts would be 
waste or must be subjected to trim where an additional cost and wastage are incurred. 
 
Example 2 
There is a limitation of ply height that can be cut according to the fabric type and the machine 
to be used. 
For Shirt materials   100 to 350 plies 
For Denim materials   40 to 180 plies 
For Knitted fabric   80 to 300 plies. 
For Fleece fabric   40 to 100 plies 
For Bonded / quilted fabric  20 to 80 plies 
 
With the knowledge on the highest number of plies that can be laid according to the GSM 
would give a cost effective benefit. 
 
Example 3 
The width is an essential factor to know prior to spreading, to get higher fabric utilization. 
Always the cutting room management tries to use separate markers for individual widths by 
segregating widths of fabrics received. 
 
Example 4 
Fabrics wider than 180 cm, and heavier fabrics are easy and better to lay using a spreading 
machine rather than doing it manual. 
 
Example 5 
The length of a fabric roll must be known in advance to calculate the number of plies that can 
be laid, number of quantity that can be cut, the length of the balance fabric piece, etc. 
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Example 6 
The quality of a fabric must be known to take necessary actions when at spreading, cutting, 
bundling, numbering and fusing. A same marker cannot be used and cannot be cut together 
by spreading different types of fabric together, that is because of differential shrinkage.  
 
Example 7 
The shrinkage percentage is very important to make patterns, and lay the fabrics, which are 
having equal shrinkage percentages together. There need to draw separate markers for each 
fabric with different shrinkage levels. 
 
The knowledge of supplier specifications will help to make the operations easier at 
cutting room and it is also a traceability method at error correction. Lack of knowledge 
of the supplier specifications would be a huge loss, and may be repairable with an extra 
cost, with a lesser yield. 
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4.3 How does the fabric GSM help the cutting room? 
 
The GSM is necessary to calculate the ply height and to find out the fabric shortages. Higher 
the GSM value, higher will be the fabric density. Therefore the number of plies for a lay 
would be limited. If the GSM is higher, then the fabric is harder, and an extra effort is needed 
to cut that, therefore when lay planning the cutting room management must consider the 
GSM. 
 
Example 1 
To cut a certain denim fabric, which has a weight of 12.5 Oz per square yard, it is easy to cut 
70 odd plies by manually and 40 odd plies by an automatic cutter in a normal speed. 
 
Example 2 
A material, which is having a GSM of 74, can be laid up to 200 odd plies for automatic cutter 
and 350 odd (or higher) plies for manual cutter. 
 
The table 4.1 shows some of the fabric types and highest ply height laid for cutting by 
Hirdaramani Mercury (Pvt) Ltd, from January 2006 to June 2006. 
 
Table 4.1 – Fabric types and highest number of plies can be laid. 

Fabric type GSM 
Max No of plies can be laid 

For automatic For manual 

65% Cotton + 35% Polyester woven 92 gm-2 200 300 

65% Cotton + 35% Polyester woven 98 gm-2 180 250 

70% Cotton + 30% Polyester woven 114 gm-2 160 250 

100% Cotton woven 125 gm-2 150 230 

100% Cotton woven 130 gm-2 150 230 

100% Cotton knitted 144 gm-2 150 230 

100% Cotton knitted 163 gm-2 140 200 

100% Cotton woven 180 gm-2 120 180 

100% Polyester Fleece knitted 205 gm-2 100 150 

100% Polyester Fleece knitted 220 gm-2 100 150 

100% Polyester Fleece knitted 258 gm-2 90 140 

100% Cotton Denim (in Oz) woven 262 gm-2 80 120 

100% Cotton bonded fabric 280 gm-2 60 110 
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 Number of plies can be laid 
 
 
 
 
 
 
 
        GSM 
 
  Graph 4.1 – GSM vs. Number of plies per lay. 
 
 
The GSM refers the mass per unit area of the fabric and it determines the lay depth. 
Higher GSM’s reduce the cutting efficiency – cut output per hour. Also higher GSM’s 
require more power to cut, so the machines (knives) wear and tear is high. The 
administrative cost is high. That means the overall cost excluding fabric cost for high 
GSM fabrics is high, as it requires higher workmanship, higher machinery cost, and 
more time, etc. Therefore the cutting room management must have a thorough 
knowledge on GSM when preparing the cut order plan. Also the GSM can be used for 
calculate the shortages; will be discussed in chapter 4.15. 
 



 39 

 
4.4 What is the importance of fabric width? 
 
The width makes a high influence on the Marker efficiency, therefore it is an important factor 
for marker preparation and spreading. Just 1cm variation to the required width would be a big 
loss. Therefore a constant width is very important. 
Normally knitted fabrics are wider than woven fabric. In the survey, the author found the 
widest width for woven fabric is 160cm and for knitted fabric 196 cm. However these do not 
imply, as those are the widest.  
 
When drawing markers, there can be an optimum one width or more widths for each marker 
that gains the highest efficiency. The variation from this optimum width makes a loss in 
fabric utilization. 
 
 
 
 
 
 
       w1 w2 w3 
 
 
 
 
 Figure 4.2 – Marker of circular panels of scarves. 
 
In the figure 4.2 the widths w1 and w3 are cost effective, but w2 gives high wastage. 
 
Some of the Marker efficiency and the Marker length variation for different widths for given 
ratio markers are as follows: 
 
Example 1 
The Garment T – shirts (children’s wear, under 18momths) 
Style   T78/ 3254 
Fabric   100% cotton knitted fabric 
 
The Ratio is, 
0-3m  3-6m  6-9m  9-12m 12-18m 
2  5  7  4  2 
Total sets 20 sets  
 
Figures in table 4.2 are taken from Cutting department - Hirdaramani Mercury (Pvt) Ltd 
Katunayake. 
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Table 4.2 – Values for style number T78/3254. 

Width Marker Length 
(m)

Marker 
efficiency

Fabric unit 
price US$

Fabric value for a 
marker length US$

144 cm 3.59 86.5 2.05 7.3595

146 cm 3.49 85.2 2.05 7.1545

148 cm 3.48 86.2 2.05 7.1340

150 cm 3.45 86.6 2.05 7.0725

152 cm 3.39 86.1 2.05 6.9495

154 cm 3.34 85.9 2.05 6.8470

156 cm 3.31 86.3 2.05 6.7855

Marker efficiency

84.5

85

85.5

86

86.5

87

144 cm 146 cm 148 cm 150 cm 152 cm 154 cm 156 cm

Width

%

 
Graph 4.2 – Marker Efficiency vs. Width for style number T78/3254. 

 
By looking at the table 4.2 the highest marker efficiency is shown by 150 cm width, and the 
best price is given by 156 cm – “the economical width”. Therefore this example doesn’t show 
a significant advantage of marker efficiency along with the cost because a same fabric unit 
price has been given. If fabric is selected by considering the best marker efficiency, the fabric 
cost will be US$ 7.0725 for 20 garments (for 150cm width). Here the material wastage 
becomes less. If fabric is selected by considering the best price, then the fabric cost will be 
US$ 6.7855 (for 156cm width). However the marker fallout would be 0.03% higher than the 
150cm width fabric. 
 
If it is identified in early stages, considering on marker efficiency or price can do then 
purchasing of fabric. Anyhow this decision must be taken by considering the other factors as 
well. 
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Example 2 
The garment  T – shirts (adult children’s wear) 
Style   T87 / 4629 
Fabric   100% Cotton knitted fabric 
 
The Ratio is, 5-6Y  6-7Y  7-8Y  9-10Y  11-12Y 

 1  1  2  2  4 
Total sets 10 sets. 
 
Figures in table 4.3 are taken from Cutting department - Hirdaramani Mercury (Pvt) Ltd 
Seethawake. 
 
Table 4.3 – Values for style number T87/4629. 

Width Marker Length 
(m)

Marker 
efficiency

Fabric unit 
price US$

Fabric value for a 
marker length US$

165 cm 7.82 86.3 2.49 19.4718

166 cm 7.91 87.8 2.49 19.6959

170 cm 7.68 87.5 2.51 19.2768

171 cm 7.72 88.4 2.51 19.3772

173 cm 7.44 86.1 2.51 18.6744

175 cm 7.28 85.3 2.55 18.5640

180 cm 7.25 87.3 2.55 18.4875

Marker efficiency

83

84

85

86

87

88

89

165 cm 166 cm 170 cm 171 cm 173 cm 175 cm 180 cm

Width

%

 
Graph 4.3 – Marker Efficiency vs. Width for style number T87/4629. 
 
Here the most benefited width is 171 cm, but by considering the value of fabric here fabric 
price is varying with the width of the fabric, unlike the first example (table 4.3). Therefore 
the best width is 180 cm, if considered on price, but marker fall out is higher. 
 



 42 

Example 3 
The garment  Pant (adult children’s wear) 
Style   T87 / 4600 
Fabric   100% Cotton woven fabric 
 
The Ratio is, 
5-6Y  6-7Y  7-8Y  9-10Y  11-12Y 
1  2  3  3  1 
Total sets 10 sets. 
 
Figures in table 4.4 are taken from Cutting department - Hirdaramani Mercury (Pvt) Ltd 
Seethawake, 
 
Table 4.4 – Values for style number T87/4600. 

Width Marker Length 
(m)

Marker 
efficiency

Fabric unit 
price US$

Fabric value for a 
length US$

146 cm 8.22 87.11 3.40 27.948

148 cm 8.11 87.10 3.40 27.574

150 cm 8.01 87.00 3.40 27.234

152 cm 7.91 86.90 3.40 26.894

154 cm 7.79 87.14 3.40 26.486

156 cm 7.69 87.10 3.40 26.146

Marker efficiency

86.75
86.80
86.85
86.90
86.95
87.00
87.05
87.10
87.15
87.20

146 cm 148 cm 150 cm 152 cm 154 cm 156 cm

Width

%

 
Graph 4.4 – Marker efficiency vs. Width for style number T87/4600. 
 
The highest marker efficiency is given by 154 cm width, but the most economical width is 
156 cm. 
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Example 4 
The garment  Pant (children’s wear – under 18 months) 
Style   T87 / 2058 
Fabric   100% Cotton knitted fabric 
 
The Ratio is, 
0-3m  3-6m  6-9m  9-12m 12-18m 
2  4  6  4  2 
Total sets 18 sets. 
 
Figures in table 4.5 are taken from Cutting department - Hirdaramani Mercury (Pvt) Ltd 
Katunayake. 
 
Table 4.5 – Values for style number T87/2058. 

Width Marker Length 
(m)

Marker 
efficiency

Fabric unit 
price US$

Fabric value for a 
length US$

170 cm 6.02 87.70 2.51 15.1102

174 cm 5.82 88.10 2.51 14.6082

176 cm 5.54 92.50 2.51 13.9054

178 cm 5.68 90.30 2.51 14.2568

180 cm 5.66 90.60 2.51 14.2066

182 cm 5.59 92.50 2.51 14.0309

Marker efficiency

85.00
86.00
87.00
88.00
89.00
90.00
91.00
92.00
93.00

170 cm 174 cm 176 cm 178 cm 180 cm 182 cm

Width

%

 
Graph 4.5 – Marker Efficiency vs. Width for style number T87/2058. 
 
The highest marker efficiency is given by 176 cm and 182 cm widths, and the most 
economical width is also 176 cm. 
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Example 5 
The garment  Dungaree (children’s wear – under 18 months) 
Style   T78 / 3262 
Fabric   100% Cotton Denim fabric 
 
The Ratio is, 
0-3m  3-6m  6-9m  9-12m 12-18m 
1  2  4  3  2 
Total sets 12 sets. 
 
Figures in table 4.6 are taken from Cutting department - Hirdaramani Mercury (Pvt) Ltd 
Katunayake. 
 
Table 4.6 – Values for style number T78/3262. 

Width Marker Length 
(m)

Marker 
efficiency

Fabric unit 
price US$

Fabric value for a 
length US$

144 cm 7.24 85.10 3.05 22.082

148 cm 7.07 84.79 3.05 21.564

150 cm 6.94 85.23 3.05 21.167

152 cm 6.88 84.84 3.05 20.984

154 cm 6.82 84.47 3.05 20.801

156 cm 6.76 84.13 3.05 20.618

Marker efficiency

83.50

84.00

84.50

85.00

85.50

144 cm 148 cm 150 cm 152 cm 154 cm 156 cm

Width

%

 
Graph 4.6 – Marker Efficiency vs. Width for style number T78/3262. 
 
The highest marker efficiency is given by 150 cm width, and the most economical width is 
156 cm. 
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According to the five examples above (Tables 4.2, 4.3, 4.4, 4.5 and 4.6), there’s an 
optimum width (or two) for each style that gains the maximum marker efficiency and 
less wastage of fabric amount. However it may or may not be the economical width in 
terms of money. Hence the width of a fabric determines the marker efficiency and the 
fabric cost in the garment industry. Therefore the fabric width is a significant 
characteristic at marker making. 
 
As discussed earlier, if this situation is identified in  early stages, then purchasing can be 
done for a selected width, with considering the other factors as well. It will be the most 
economical fabric width for a particular order. 
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4.5 Dealing with inconsistent and narrow widths 
 
One of the biggest problems is that the fabric suppliers fail to supply the required width and 
the dispatched batch consists with two or more width types. The most critical problem is the 
inconsistent width with in a roll. 
The following steps can be advisable, which have been taken by the cutting room 
management in recent past history at Hiradaramani Mercury (Pvt) Ltd. 
 

1) Can use the minimum width of the width inconsistent roll or return it back to the 
supplier. 

 
 
 
Useable 
width 
 
 
 

Figure 4.3 – A piece of fabric with inconsistent width. 
 
The inconsistent width wastes a lot. Normally this occurs in knitted fabrics, which formed in 
tubular system. 
 

2) Segregate all fabric rolls width-wise and prepare the lay plans and marker plans 
accordingly. 

After segregating widthwise, markers can be drawn for the widths with a higher amount of 
fabric available. 
 
Example 1 
Received width Quantity (m) Marker can be drawn to the width 
140 cm   309  m   140 cm 
141 cm   1459 m  141 cm 
142 cm   105  m   
144 cm   2059 m  144 cm 
145 cm   557  m   
146 cm   860  m   146 cm 
148 cm   175  m   
150 cm   3065 m  150 cm 
152 cm   2066 m  150 cm 
 
By drawing one marker for close two or more widths will provide some advantages. 
 
Advantages  

• Number of markers to be drawn is less. 
• Layers with less number of plies can be avoided 
• Workmanship of spreading, cutting, bundling, etc are less. 
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Disadvantages  
• Some amount of fabric will lose as waste. 
• Total cut quantity is less. 

 
The table 4.7 shows some examples, how the received width varies from the ordered width 
and the shortages occurred due to that. 
 
Table 4.7 – Variation between ordered and received widths and shortages occurred. 

Ordered 
width 
(cm) 

Consu-
mption 
m/Dz. 

Order 
qty 
Dz. 

Ordered 
amount 

(m) 

Received 
width 
(cm) 

Received 
amount 

(m) 

Cons. 
for 

recd 
width 

Short-
age 
(Dz) 

Qty cut by 
engineere
d pattern 

148 5.61 500 2805.0 146 1510.5 5.69 7.86 501.83 Dz 
    144 1306.1 5.77   
         

152 4.78 750 3585.0 150 1201.3 4.84 22.89 741 Dz 
    148 1008.9 4.91   
    144 1380.4 5.05   
         

160 8.20 700 5740.0 156 5751.0 8.41 16.19 700.5 Dz 
         

172 3.91 1100 4301.0 170 1506.8 3.96 27.81 1088 Dz 
    166 2800.7 4.05   
         

175 4.67 350 1634.5 170 1640.3 4.81 8.79 352 Dz 
         

175 2.51 600 1506.0 172 403.7 2.55 12.29 599 Dz 
    170 1110.1 2.58   
         

180 8.09 800 6472.0 175 6480.9 8.32 21.15 791 Dz 
         

180 6.33 750 4747.5 176 4751.6 6.47 16.03 747 Dz 
 
The table 4.7 also shows the cut shortage due to width variation of some of styles planned to 
cut in Hirdaramani Mercury (Pvt) Ltd. 
 
If it shows shortages because of narrow width fabric supplying, the shortage must be 
recovered any how, basically using pattern engineering methods. 
 
An example is shown in chapter 5 (see page 137). 
 
When shortage occur like above, then followings are advisable to do, 
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• Can recover the short fabric at free of charge from the supplier. The recovering must 
be done, by avoiding the following losses as much as possible. 

If the fabric recovering is delayed, it may not have enough time to produce the 
short quantity. 
Recovering fabric may not be same as the earlier batch. 
Has to lay and cut small quantities from the recovered fabric. 

• Debit the FOB cost of short quantity to the fabric supplier. 
The garment buyer and the fabric supplier won’t be happy, no any gain at all. 

• Do pattern engineering and achieve the order quantity using available fabric. 
 
Normally it is hard to get the required width from the suppliers. Within the period of January 
2006 to June 2006 there were 98 fabric supplies with width variations, at Hiradaramani 
Mercury (Pvt ) Ltd. 
 
Table 4.8 – The behavior of fabric supplies of width variation. 
 
 Wider width than the ordered width   19 batches 
 Narrow width than the ordered width   79 batches. 
 Debited for narrow width    23 batches 29 % 
 Pattern engineered (with 12 debited also)  27 batches 34 % 
 
 Fabric recovered out of 79    41 batches 52 % 
  On time recovered    26 batches 64 % 
  Delayed but shipment recovered  9 batches 
  Delayed and Air freighted   4 batches 
  Rejected by the buyer –short shipped  2 batches 
 
 To recover the narrow width, 
  Number of lays laid less than 20 plies 22 times. 
  Number of lays laid less 20 - 30 plies  17 times 
  Number of lays laid more than 30 plies 2 times. 
 
The above figures show that the cutting room had to spend lot more resources and an extra 
effort to recover the shortages due to width variations. However, all the efforts and the extra 
cost spent will be useless because of delays and rejections by the buyer. 
 
When recovering, that exists  

• Labour cost wastage. 
• Time wastage. 
• Additional airfreight cost. 
• Production idling cost etc. 

 
When debiting, nothing can be received (neither loss nor profit). 
 
When pattern engineering that could gain 

• Some debited value. 
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• Profits on low fabric utilization. 
• Less marker fall-out. 
• Customer satisfaction. 
• Supplier satisfaction. 
• Knowledge and experience on pattern engineering. 

 
It is clear that the fabric recoveries for the shortages due to narrow and inconsistent 
width, or debiting the supplier do not often get best results. However achieving the 
order quantity by pattern engineering or by any means gets more benefits. Also this 
says the fabric width plays a vital roll in fabric utilization. 
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4.6 Is the fabric weight important for cutting room? 
 
Nobody can say that this factor is not so important. Mostly the fabric supplier deals with 
weight of fabric and converts it into length by using GSM and width. 
 
The fabric length (m) = Weight (Kg) / (width (m) X GSM) 
 
In other aspects the workers have to handle the fabric roll manually (still in factories in Sri 
Lank). Only one worker could handle up to 30 - 50 Kg., which is controllable. If a roll weighs 
more than 50 kg, then it needs two or more workers or hard machineries to handle it. This 
creates an unnecessary cost. 
 
 For up to 30 Kg. Can be handled by one worker easily. 
 For 30 – 50 Kg. Can be handled by one worker – but difficult 
 For 50 – 80 Kg. Need two workers. 
 For 80 – 120 Kg. Need three or four workers or any lifter. 
 
There is a maximum weight that a spreading machine can lift. 
Example: 250 Kg for a Gerber spreading machine. 
 
 
 Handling cost 
 
 
 
 
 
 
 
        Weight of a fabric roll 

 
Graph 4.7 – Handling cost vs. Weight of a fabric roll. 

 
It says more the fabric weight, more will be the cutting cost. Thereby the longer length 
advantage vanishes if cost of handling is high. Also one of the easy methods to find the 
fabric amount in a roll is by weighing it. Therefore the weight of a roll is also an 
important factor to the cutting room. 
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4.7 Is it necessary to know the fabric length of a roll? 
 
Yes. It is necessary to know the length of a roll before start cutting processes, at lay planning. 
It is necessary to, 

• Find the amount of fabric available. 
• Find the number of plies that can be laid by a roll. 
• Find the remnant piece or balance would be. 
• Find the shortages would be. 

 
The figures in the table 4.9 are calculated by using the fabric length stated on the label where 
pasted on the rolls received from M/s Ocean Lanka Ltd. to Hiradaramani Mercury Apparel 
(Pvt) Ltd. 
 
Table 4.9 – Lengths of fabric rolls and the number of plies can be laid. 

Roll No. Roll length (m) Lay length (m) No of plies can 
be laid Balance (m) 

12 62.91 4.07 15 1.86 
14 61.03 4.07 14 4.05 
17 59.27 4.07 14 2.29 
19 63.02 4.07 15 1.97 
21 60.07 4.07 14 3.09 
22 29.33 4.07 7 0.84 
23 38.65 5.39 7 0.92 
24 60.45 5.39 11 1.16 
27 62.33 5.39 11 3.04 
29 59.45 5.39 11 0.16 
31 50.25 6.27 8 0.09 
32 49.38 6.27 7 5.49 
33 20.37 6.27 3 1.56 
34 48.65 6.27 7 4.76 
37 61.89 6.27 9 5.46 
41 56.34 6.27 8 6.18 
49 58.94 2.98 19 2.32 
51 59.47 2.98 19 2.85 
52 61.05 2.98 20 1.45 

Total 1145.98   50.49 
 
Reading the fabric amount in a roll helps to a perfect cut order plan, by avoiding large 
remnant pieces. If fabric rolls can be ordered to an exact length, then the fabric balance 
becomes zero. However it is not practical. Because, suppliers cannot supply in that way 
(exact length), there might be shortages, excess and fabric defects. 
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4.8 The effect of the fabric colour and quality for cutting operations 
 
It is necessary to care on colour and quality at spreading, cutting, storing, numbering and 
panel replacing. Some colours are very close in appearance; one of the identifiable methods is 
that MSC number or Pantone number. Some suppliers name the colour, by using common 
names. For examples, 
Red – Maroon, Bright red, 
Pink – Powder pink, Pale pink, Rose pink, Pink sorbet, Sugar pink, 
Purple – Lavender, Plum, 
Yellow – Golden yellow, Tangerine,  
Green – Apple green, Forest green, Olive Green, Lime Green, 
Blue – Indigo, Navy, Sea blue, Bright blue, Aqua blue, Teal, Turquoise, 
 
The colour name and the colour number is useful to 

• Identify the correct roll to be laid. 
• Avoid different shade mixing. 
• Avoid different quality type mixing. 
• Avoid the colour bleeding / bleaching from a dark colour to lighter when spreading, 

cutting & storing. 
 
To avoid the above, 
Should keep the swatches until the order finishes. 
Spreading should be done separately or separated by a tissue or any other type of fabric. 
Cutting should be done separately. 
Storing must be done separately. 
Numbering must be carried out. 
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4.9 Importance of fabric shrinkage 
 
Most of the fabrics are shrunk after cutting. Normal average is 2% – 4% for both ways. Some 
times the shrinkage percentage changes drastically after cutting, printing, embroidering, 
fusing, washing etc. It is unable to repair a shrunk garment back to the normal size or shape 
(pattern). 
 
Pieces of a flight clothes have tested after cutting, and the results were as follows. 
The original pattern size 30.0cm X 23.0cm 
24 hours after cutting  29.2cm X 22.5cm shrunk % 2.7% x 2.2% 
2 hours after fusing  27.8cm X 21.7cm shrunk % 7.3% x 5.7% 
After embroidering  28.5cm X 21.9cm shrunk % 5.0% x 4.8% 
After printing   27.2cm X 21.5cm shrunk % 9.3% x 6.5% 
After washing   27.5cm X 21.7cm shrunk % 8.3% x 5.7% 
 
When at pattern making, the shrinkage percentage must be identified and need to be added to 
the pattern length- wise and width wise. 
If the said shrinkage does not occur either after cutting, after stitching or after washing, etc, 
will also a problem to the cutting room management, if it has not shrunk after cutting or 
under shrunk then, the cutting Management has to trim cut panels. If the material has over 
shrunk, then it would be a huge problem. 
 
There are few types of shrinkages. 

1. Constant shrinkage within the total badge. 
2. Shrinkage percentage differs roll to roll. 
3. Different shrinkages within the roll. 

 
The first shrinkage type is easy to handle, as only one pattern is enough for whole batch. 
For the second one there it needs to draw two or more patterns. 
In the third case it will be a disaster, because that cannot be identified at the testing stages, as 
if only one piece from a roll end is tested. 
 
If the required shrunk is not exists, the only option is trimming. If it is over shrunk, then sizes 
must be down graded, by trimming the over shrunk panels to a smaller size, can be overcome 
this problem, to a certain extent. 
Here the smallest size would be a waste, but that can be used to replace some other part 
panels instead of a defect panels. 
As in figure 4.4, sleeve of any size sometimes can be cut from the smallest front panels of a 
T-shirt. 
 
 
 
 
 
 
Figure 4.4 – How to utilize a smallest waste panel. 
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Thereby even there is shrinkage constant or non constant, there are ways to overcome it 
rather than send back to the supplier or raising debit notes. 
 
Meanwhile, some fabric shows growing effect, and it reduces the GSM. In this case an 
additional care must be taken when spreading, cutting, bundling and handling. 
 

When spreading, it should not give a tension at all. 
When cutting, it should not be pressed or tensioned. 
When bundling, it should not be tighten. 
When handling, numbering or fusing or stitching there need to have an extra care. 

 
By trimming the grown panels before sending to the sewing room, can be over come this. 
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4.10 The importance of Chemical and physical properties 
 
It is necessary to get an idea of how the fabric behaves at spreading and cutting, and 
accordingly a method has to be implemented. Some of the general aspects of chemical and 
physical properties can be subjected to change at cutting operations. Therefore the cutting 
room management has to take steps to avoid those. 
 

• It is necessary to know the fibre content in the fabric when planning the cutting 
schedule, because some artificial fibres melt at somewhat high temperature. Not only 
fibres some finishes in the fabrics also destroy at heat or pressure. Such fabrics cannot 
be cut by high -speed machines which are a cooling system is not available, as it fuses 
with each other plies or destroy the quality of finishes, which are concerned by the 
end user. For example some Lycra fabrics and Nylon fabrics need to be cut by speed 
variable cutting machines, and have to lay in low number of plies. 

 
• It is very important to know chemical and physical properties, and its behavior after 

cutting, when pattern making and pattern engineering. The elasticity property may 
only in lengthwise or width wise or both, accordingly that has to prepare patterns 
lengthwise or widthwise or bias. It can be identified by the fibre composition. 
For an example a neck piping must have some extensibility, so it should cut along 
where the elasticity property exists. 

 
• It is a common method to draw all panels along the length way of the fabric to get the 

drape ability of the garment. However in some cases the pattern pieces are drawn 
along the width direction or some other direction, as the cutting room management 
must think on the aspects of the comfort of the finished garments. 
Some parts can make uncomfortable to the wearer because of over shrunk or less 
shrunk. The cutting room management must think on these when preparing patterns. 
 

• Some fabric and cut bundles must be stored with an extra care, to avoid crease marks 
and damages that can be occurred when at tightening and pressure rising. Example 
velour, brushed, fleecy and fur fabrics. When bundling, an extra care must be taken 
for such materials and also for colour bleeding fabrics. These should not tighten and 
have to store separately. 

 
• Some velvet or fleece type fabrics cannot be laid in large number of plies, because it 

is difficult to cut and there is a possibility to occur crease marks. 
 

• Some fabrics have elasticity or plasticity properties, which must be laid and cut 
without harming the pattern dimensions. The fabric having the property of elasticity 
can form out of shape panels due to tension that can be occurred at cutting. Also 
fabrics having the property of plasticity can form an out of shape after cutting due to 
tension occurs at handling. These types of fabrics need an extra care. 
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• Knitted fabric must be relaxed for a certain period of time (example 24 hours) before 
spreading, as it must be allowed to shrink. Likewise some fabrics must be stricken 
before lay. 

 
• Some fabrics frayed highly after cutting, an extra care is needed for such fabrics when 

bundling and storing. 
 

• The aesthetic factor is very important when at spreading and cutting. For an example, 
if a pattern requires a stripe, which draws from one arm -hole to other, or requires bias 
stripe lines (see figure 4.5). Then it should lay and cut by considering the design of 
the fabric. 

 
 
 
 

or 
 
 
 
 

Figure 4.5 – Panels with stripes. 
 

• Some fabrics repel the numbering stickers; thereby it is difficult to number them using 
stickers. Like these cases, it is necessary to find a high gum sticker or any other 
system to number such as writing by a pencil or printing. Likewise, some fabrics may 
require a low gum sticker as they retain the gum mark on the fabric. 

 
• The fabric density / GSM is necessary to determine the ply height and lay length. 

Accordingly the cutting system. 
 
Knowledge of the chemical and physical properties may help to make decisions at 
planning and operations in the cutting room. The absence or the lack of this knowledge 
would be lead to a considerable loss in the process. 
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4.11 The importance of fabric types and structure in cutting operations  
 
As mentioned in the fabric classification (chapter 3.4) in the factors affecting fabric 
utilization, Woven, knitted, non-woven and bonded fabrics are largely used in apparel sector. 
These can again be divided in to sub categories as plain (white and coloured), printed, stripes, 
checks etc. Some special methods must be used for the above types of fabric when spreading, 
cutting, etc. 
 
4.11.1  Woven fabric  

• Normally a plain -woven fabric is easy to lay and cut. There are no special 
requirements, other than their chemical and physical properties. 

• There is a tendency to fray off yarns from the panel’s ends, therefore there must be 
careful enough when cutting, storing, numbering, fusing etc. 

• The fabric faults are also lesser than the others. Bowing and skew ness are the main 
fabric faults in woven fabrics. If it is striped or check or having fabric faults, special 
operational requirements have to be followed which will be discussed in latter. 

• When pattern engineering, an additional care must be needed for woven fabrics to get 
best results. For an example, turning slightly a pattern piece would be highly reflects 
at the finished garments, and when reducing seam allowance would be harmful if it 
frays off. To avoid such fray off, these fabrics can be fused with interlining. 

• The woven fabrics do not necessary to relax before spreading. 
• Normally it is difficult to identify the face side of the fabric. Therefore suppliers are 

requested to wind the roll as the face side facing into the core direction. 
• At the spreading stage the end allowance can be reduced in a woven fabric, by using 

well-experienced layers, which is a good option to reduce the fabric utilization. 
• Woven fabrics can be laid up to 350-450 plies according to the GSM, therefore the 

cutting time, marker making time, and other resource usages can be lowered. The 
panels becoming out of shape is less in woven fabric.  

 
Therefore the efforts to be used for woven fabrics are less and not so complicated in general. 
 
4.11.2  Knitted fabric  

• There are lots of problems coming with knitted fabrics. Mainly this is difficult to lay 
when comparing with the woven, since it’s selvedges are curling and have wider 
widths. 

• It should not have any kind of tension or looseness at all when spreading and cutting. 
• Normally the knitted fabric must be relaxed before spreading. 
• Normally a higher number of defects can be found in knitted fabric than woven fabric. 
• The maximum ply height would be 300 according to the GSM and the knit type. 
• Marker making gives higher marker efficiency in knitted fabric than in woven fabric, 

because knitted fabrics are wider than the woven. 
 
In general, the cutting room management must put an extra care on knitted fabric at all 
operations in the cutting room. 
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4.11.3  Non-woven, Quilted and bonded fabrics 
Interlining, Mesh, Nets, etc are non- woven fabrics. Mostly these have low content of cotton 
but some synthetic fibres and some glue types especially in interlining are highly melting at 
heat. Therefore, these cannot cut by spreading higher number of plies and by an automatic 
cutter, which is subjected to higher pressure with a little heat at cutting. 
 
Normally, two layers of two kinds of fabrics form quilted fabrics and bonded fabrics, by 
stitching (quilting) or pasting (bonding) together. These fabrics are thicker than others, but 
the hardness is dependable. Due to the thickness of the fabrics, the spreading ply height 
would be lesser. 
 
It is very useful to identify the fabric type and its behavior during all the cutting 
operations from pattern making to cut issuing, to utilize the existing resources in 
maximum. 
 



 59 

4.12 Does the fabric fault make a significant damage to the cutting room? 
 
Fabric fault is the main threat to the cutting room. Some of the fabric faults can be identified 
at the pre-stages of cutting, like fabric inspection, at the suppliers end etc. Some can be 
identified at spreading and cutting stages. Some cannot be identified until the garment 
finishes, and some are needed to do a testing to identify such defect (latent defects). If the 
garment is rejected at the final point then the total effort to make high fabric utilization is 
useless. 
 
Some of the patent defect types can be recovered by an additional operation with a little 
additional cost. Those faults are, Holes, Missed yarns, Contamination, slubs, print defects, 
embroidery defects, shortage, stain marks, etc. 
 
However some are very difficult to recover and need a somewhat high cost. Those faults are, 
Brush effect, negligible Skew-ness, bowing, Barre, colour shading within the range, uneven 
repeat, un-even width, crease-line, etc. 
 
Some are cannot be recovered at all, those are Skew-ness and bowing more than 3%, non -
constant shrinkage, colour shading out of the range, total print / embroidery defects, etc.  
 
However the cutting room management needs to know the gravity of the existing fault rate. It 
needs a fabric inspection and a grading system before spreading and cutting. There are 
various systems to inspect and grade fabric. Usually fabrics are inspected according to an 
agreed system by two parties, the supplier and the purchaser (garment producer). In cutting 
room perspective all the systems are unfair for the smooth operation at cutting room and an 
additional operational cost is required. Thereby it is necessary to have an idea on world 
recognized fabric inspection systems. 
 
4.12.1  Four points system 
The four points system is published in 1962, and revised in 1971. It refers the number and 
size of defects in fabric by length or width. There are 54 visible defects described in this 
system as a standard. 
Less than 40 defects per 100 square yards are defined as first quality. More than 40 defects 
per 100 square yards are defined as second quality. Based on the price line and the type of 
garment produced, the manufacturer can be changed the acceptance criteria accordingly.  
The points scoring system of the four points system is as follows. 

A length of a defect up to 3”  scores 1 point. 
A length of a defect 3” – 6”  scores 2 points 
A length of a defect 6” – 9”  scores 3 points 
A length of a defect over 9”  scores 4 points 
 

Holes or opening (largest dimension – length or width) 
     scores 4 points 
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4.12.2  Graniteville 78 
The Graniteville system was originally introduced in 1975. It was revised in 1978. This refers 
to the number and length of defects by area. This covers 186 defect types, and there are 
definitions for major and minor defects. The quality pass rate must be negotiated with 
supplier and buyer. 

 One point  for each 9” or part  - Major 
 ½ point  for each 9” or part  - Minor 
 

The assignable maximum penalty points can be determined by dividing the fabric width in 
inches by 9. 
For an example; the maximum penalty points can be assigned to a 48” width fabric as
 48/9 = 5.33 or 6. 
Same as the assignable maximum penalty points for a single square yd. is 4. 
 
4.12.3  Ten points system 
For this system points allocated are as table 4.10. 
 
Table 4.10 – Points system – Ten points. 

Length of defect (warp) Points allocated 
Up to 1” 1 
1” to 5” 3 
5” to 10” 5 
10” to 36” 10 

Length of defect (filling)  
Up to 1” 1 
1” to 5” 3 
5” to 10” 5 

Larger than half of the width 10 
 
Maximum number of points that can be allocated for a linear yard is 10, no matter how bad or 
frequent the defects are. 
As per this system the first quality fabrics are defined as if the number of defect points are 
less than the number of yards of fabric inspected. In case of a fabric wider than 50 inches, the 
fabric is considered first quality if the total defect points do not exceed the number of yards 
of fabric during 10% inspection. 
 
4.12.4  M & S system 
A different system should be followed by the Marks and Spencer, apparel producers, and it 
has two separate systems for knit fabric and woven fabric. 

 
4.12.4.1 For knit fabric 
They call it “one in nine”, which means one fault in nine meters as the pass rate. More than 
one fault in 9m is considered as a high fault rate fabric and may be rejected or accepted with 
other conditions such as panel inspection by the fabric supplier and replace the rejection at 
free of charge and to pay the re-cutting charge, or pay the total FOB cost when rejecting 
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garments at the finished garment inspection, or any other compensation is agreed and given 
by the supplier to cover the losses. However more than one fault in less than 4m is reject. 
Here also only one point is assigned to all defects within a meter 
 
4.12.4.2 For woven fabric 
Here considers the total area of the fabric. Reject margins are; 
 

 Average per batch   15 points / 100m2 
  Maximum per roll  26 points / 100m2 
 
Only 50% of the fabric supplied should not have more than one point fault. 
 
4.12.4.3 Garment rejection due to fabric faults 
100% defect free fabrics are hard to find, and the cost of such are higher. Most fabrics are in 
the passable grade according to any fabric grading system, such as Four points system, 
Graniteville, Ten points system, M & S system or any other. However it may be failed at the 
garment stage. 
 
For an example, a knitted fabric is marginally passed according to the M & S system, that is 
found one fault in 9 m, and the fabric consumption is for that style is 9 m per dozen garments.  
It means that there is one defect within 9m, and 12 garments can be cut from 9m. Therefore, a 
high probability to reject one panel, accordingly one garment out of 12 garments would be 
rejected. Consider that the panel replacement cannot be done or not done. 
 
The rejection probability of garments 1/12  = 8.33 %. 
 
If the panel replacement can be done, and there is “N” number of panels in a garment, then 
the rejection percentage would be = 100 / 12N = 8.33/ N 
(assume all the panels of same size) 
 
The number of panels of a single colour garment is varying. 
 For a T Shirt   Minimum 4 Front, Back, 2 sleeves, 
 For a Pijama pant  Minimum 3 Left side, Right side, W/band 
 For a Blanket   Minimum 1 
 
This changes for multi coloured garments. For an example a T- shirt with two colours, one 
colour in front and back, and another for sleeves. 
 
That can make an equation to find the rejection percentage, 
 
Consider, 

Fabric fault rate is    1 / F (one in “F” meters). 
Consumption rate / gmt is  “C” meters per garment. 

  Number of panels per garment “N” 
 
Therefore the rejection percentage would be  = 100 C / F N 
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Defect % 
 
      Higher the Fault rates (1 / F) 
 
 
 
 
 
 
 
      Number of panels / garment (N) 

Graph 4.8 – Defects percentage vs. Number of panels per garment. 
 
Even though, a zero defect production is looking for, a defect target must be planned, that can 
be achieved with the external problems. Normally the expecting defects percentage is less 
than 2%. 
 
Then  2  > 100C / FN 
  C / N  < F / 50  < 9 / 50 (for M &S) 
       < 0.18 meters. 
 
This says if the average panel consumption for a garment (C/N) is less than 0.18 m/panel, 
then the M & S system is workable for garment manufacturers. 
Therefore this implies that the M & S rule is unfair for some large garments, mostly knitted 
garments. 
 
Similarly in woven fabrics the garment rejection percentage would be 
 
     = F W C /100 N 
Where W = width of the fabric 
 C = consumption per garment 
 N = Number of panels per garment. 
 F = Number of defects in 100m2. 
 
Therefore the maximum area of a panel, which can pass easily through the M & S system is, 
  C / N  < 200 / F W < 13.33 / W (for M & S) 
 

Where passable F for M & S is 15 faults per 100 m2. 
 
Disadvantages of M & S system 

Does not consider the width of knitted fabric. 
No matter how big the defect is. 
The pass rate is not sufficient for high fabric consuming garments  

Above is only on M & S system. Following are some disadvantages of other systems. 
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Disadvantages of four points systems  
No any special definitions for major / critical defects. 
Disregarded up to 1” from selvedge. 
A maximum allowable penalty for a yard is 4. 
Specially defined for knit fabric 
 
 

By the way the fabric faults make a barrier for the high fabric utilization. Not only on 
fabric, an additional manpower and time is required to avoid and replace the fabric 
faults. Totally fabric faults make big losses to the cutting room, even though it passed at 
any inspection criteria. 
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4.13 How to go ahead with fabrics with high fault rate? 
 
Rejecting a fabric roll due to high fabric fault rate should not be the only and wise option. 
Sometimes the faults can be overcome very easily. Before that the cutting room management 
must have some knowledge on fault rates, which could be found at once by an inspection. To 
find the fabric faults an inspection must be carried out. Normally every apparel producer used 
to do an inspection may be 10% or 100% on first batch or random inspection or 10% of each 
batch. Depending on the inspection results the apparel producers take steps according to the 
negotiation made with the fabric supplier. The steps can be taken as follows. 
 

• 100% inspection in fabric form by the apparel producer. 
• Inspection of another portion of fabric by the fabric producer even after delivering the 

consignment. 
• Another 10% inspection in presence of the supplier at the apparel-producing factory. 
• 100% inspection by the supplier. 
• Replacing a new consignment, if no other option is available. 

 
By the above methods defects are marked, which should be removed and replaced by good 
panels at cutting before stitching. Following systems can do for remove defects. 
 

• 100% defects removing at the spreading process. 
• 100% cut panel inspection and replacing in cut form at cutting room. 
• 100% inspection and replace at stitching process. 
• 100% inspection in garment form. 

 
The above steps must be taken with care by means of reducing wastage and cost effectively. 
Therefore, the cutting room management has to be considered on following points. 
 

• Fabric price – when rejecting or accepting. 
• Fabric lead-time to replace – when rejecting the consignment. 
• Line idling cost – if no cuts available until a new consignment. 
• Shipment delaying cost – if air freighted 
• Fabric inspection cost – if the garment manufacturer has to do it. 
• Panel inspection cost – if cutting room has to do it. 
• Panel replacement cost – if cutting room has to do it. 
• Garment rejection cost – if no other options other than final inspection. 
• Cost of pattern engineering or additional marker preparation. 
• Cost of additional effort at spreading and cutting stages, may be small layers having 

one or two garment sets. 
• Cost of fabric waste. 
• Other additional costs. 
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 Cost of defect removing 
 
 
       Removing garment form 
 
       Removing at stitching  
        Removing at spreading 
 
        Cut panel inspection 
 
 y 

        Number of defects 
 
  Where y is the cost of inspection that has to bear in zero defect situation 

 
Graph 4.9 – Cost of defects removing vs. Number of defects. 

      
Anyway the cutting room management has to deal with fabric faults, in terms of lowering 
overall cost. Following are some defect types. 
 
4.13.1  Holes / slubs / stain marks / missed yarn  
Holes, (also considerable pin holes less than 0.5mm) slubs, stain marks (that cannot be 
removed by washing), missed yarn are the most existing defects in fabrics. The definition 
major or minor says upon the size of the defect and defect placement on the panel / garment, 
etc. The smaller defects in size can be ignored if that cannot be seen clearly in the garment. 
Some times these minor defects can be ignored, if the hole or slub or stain mark or missed 
yarn is in a hidden area or under part / lining or can be covered it by a stitching or by 
attaching (in a seam allowance) or by embroidering or by printing (especially stain marks) 
then the defect would be negligible. Such defects do not need to be replaced. 
 
For an example, following defects shown in figure 4.6 would be acceptable. 
 
 
     Defect 
 
 
 
     An embellishment takes place 
 
 
 
Figure 4.6 – Acceptable defects in a panel. 
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Sometimes, a smaller part can be cut from a defect panel as shown in figure 4.7. 
 
 Defect  smaller panel 
 
 
 
 
 
 
 
 Defect 
 
 
 
 
 Figure 4.7 – Getting smaller parts from defect panels. 
 
4.13.2  Foreign yarn / Stain marks  
Foreign yarn can be removed by picking it up very carefully. Some stain marks also can be 
removed by washing. It is better to remove foreign yarns and stain marks rather than 
replacing a panel, and it is easy. 
 
4.13.3  Colour shading / Brush effect  
The colour shading or brush effect some times exists among batches, rolls, even in distinct 
places in a roll. 
To over come these defects can be prepared shaded markers or small cut layers may be one or 
two garments per layer. 
If the colour shading or brush effect exists with in a roll as shown in figure 4.8 (place to place 
shading), the best marker type is sectional marker, one-way marker. 
 
 
 
       Shade B 
 
  Shade A 
       Shade C 
 
 
 
 

Figure 4.8 – A fabric piece with shade variations. 
 
Panel replacement for other defects in shade -varied fabrics, is very difficult, but it could be 
done very carefully by matching the colour. 
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4.13.4  Un even repeats  
Un-even repeats will make a significant damage if the garment needs to match the repeats 
according to the buyer / design. The sleeve pairs shown in figure 4.9 are not balanced. 
 
 
 
 
 
 
 
 
 
 
  Figure 4.9 – A fabric piece with uneven repeats. 
 
When spreading this type of fabric, it is advisable to remove the defect area and lay them 
separately by balancing the panels or go for panel replacement with an excessive care. 
 
4.13.5  Crease lines  
Some tubular knitted fabrics have visible crease lines along the fabric. Sometimes, this is can 
be recovered by pressing and steaming. Some times it is difficult and cost consuming. 
In these cases a special marker (sectional) has to be used, which have a low efficiency. Here 
the sectional marker avoids the crease line. The marker is divided in to two or more, and can 
be drawn separately as shown in figure 4.10.  Here, the fabric fall out is significantly high. 
 
 
 
 
 
 
 
 
 
 
  Figure 4.10 – A fabric piece with crease lines. 
 
If the crease line is non- constant, that it is not parallel to the edge or placed in variable places 
(middle / left / right), then the wastage becomes very high. 
 
In this way it is clear that the fabrics, which have high fault rate can also be used. 
However it would not achieve a better fabric utilization, but it reduces the fabric 
wastages in other way, and shows a capability of a better cutting room management. 
 

Marker 

Marker 
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4.14 Calculation of the amount of fabric waste by fabric fault 
 
The fabric requirement for panel replacement can be calculated even after doing 100% panel 
inspection and removing defected panels. This can only be carried out at the end of the 
process, which would not have enough time to do recoveries. Thereby the best way of doing 
this is to calculating the defects in advance. It is not easy to forecast an accurate figure 
regarding to loss quantity of fabric. 
 
4.14.1  Method I 
After doing all panels inspection by the fabric supplier or garment producer, then can be 
calculated the loss in two ways. 
 
4.14.1.1 Considering the weight 

Let’s take the weight of the defect panels is  = D kg. 
The GSM of the relevant fabric is   = G kgm-2 
The width of the relevant fabric is  = W m 
 
Thereby the lost length due to fabric defects is = D / (G x W) 
This is excluding the fabric fallout. 
The marker efficiency is     = E %  
 
Therefore the actual fabric lost should be   D x 100    meters 
       G x W x E 
 

4.14.1.2 Counting the number of defect panels 
The total number of defect panels   = N 
Number of panels for a garment   = n 
The fabric consumption / garment  = C m/pc 
 
Therefore loss of fabric due to defects  N x C / n meters 
 

If the fabric has shade variation, when replacing, either that can match the shade with the 
defect panel or remove all panels of the garment, which belongs to the defect panel. The 
above two methods can be done only at the end of the process and fabric replacement would 
be delayed and would be useless. Therefore it is no point to ask fabric for replacement at the 
last moment other than if the fabric supplied excessive at the initial deliveries, and the fabric 
supplier has to agree to pay for the loss quantity of garments by considering, 
 
  Fabric loss due to defects, 
  Cost of garment quantity of order short, 
  Cost of excess trims and other material due to order short, 
  Panel inspection cost if done by garment manufacturer, 
 
Advantages  

• Exact amount of defects can be calculated. 
• Can be asked additional (without estimating) fabric for replacement in advance. 
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Disadvantages  
• Not enough time to recover the, fabric if additional fabric is not received in advance. 
• Loss of goodwill due to short shipments. 
• Has to collect the defects up to end of the process. 
• No much support for colour shading problem. 
• The actual picture would not display.  

 
4.14.2  Method II 
The second method is calculating after doing a panel inspection of pilot (first) cut. The first 
cut may be 300 garments or 600 garments or any quantity considerably lesser amount than 
the total order. By considering this sample inspection, the total extra fabric requirement can 
be forecasted by using one of the above two methods. 
 
Amount of fabric length required to replace the defects of pilot cut quantity of N is “L” m. 
Consider the total order quantity is P. 
 
Then the Total replacement should be   = P x L / N   meters. 
 
Advantages  

• Can recover the fabric loss in advance. 
• Can lay and cut the recovered fabric with the bulk. 

 
Disadvantages  

• This method is just a way of forecasting. 
• If the latter batches having higher fault rates than the first batches, it would be a 

problem. 
 
4.14.3  Method III 
Another forecasting method is to calculate defects based on the fault rate identified at the 
fabric inspection. 
 
Lets consider the fault rate per meter of fabric is = R Nos/m 
The fabric consumption for a garment is  = C m/pc 
Number of panels for a garment is   = n 
The total fabric received is    = F m. 
 
The defect quantity in a “garment consumption” = R x C 
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 Number of defects garments 
 
        = R x C 
 
 
 
 
 
        Consumption rate m/pc 
  Graph 4.10 – Defect garments vs. Consumption. 
 
When the consumption increases number of defect garments also increases. 
 
The total number of defects would be   = F x R defects. 
This number of defects would be appeared in panels that should be removed later. 
The average number of garments would be represented (and rejected). 
        = F x R / n 
Amount of fabric required to replace the above quantity = C x F x R / n 
 
Actually one or more defects may fall in to one panel and one defect may fall in to one or 
more panels. When forecasting, this can be ignored. Also some defects may be fall in to the 
wastage (marker fall out), where the occurrence of that possibility is =  1 – Marker efficiency. 
 
The possibility of a defect fall in a panel is = Marker efficiency 
       = E % 
 
The fabric requirement would be   = C x F x R x E / 100 x n. 
 
When re-cutting, it has to be carried out by manually. That may need 1.5 times of fabric than 
the normal cutting. 
Therefore the actual requirement would be  = 1.5 x C x F x R x E / 100 x n. 
 
If the garment has to be washed then the fabric defects may be higher as some of these 
defects can be identified after washing only. Those can be calculated after washing the whole 
lot of garments or sample and to be recovered as above. 
 
The fabric loss can be replaced as above. However the labour cost, for additional spreading, 
cutting, re-cutting, sewing (especially in wash garments) etc must be recovered. This should 
be agreed with the supplier to recover. 
 
4.14.4  Method IV 
Defects can be calculated by considering the final inspection in garment form, with an 
agreement of supplier. This method is totally a waste, since at that time a lot of value addition 
had done. However, if there is no any other option than this, then can follow this method and 
can recover the FOB cost of the garment. 
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4.15 The role of shortage at cutting room? 
 
Shortage means that a roll doesn’t have the stated length, which, may or may not display on 
the inspection machines because of some tension that can be applied. Therefore it is difficult 
to measure a shortage by using an inspection machine. 
 
The best way of calculating shortage for knit fabric is to get weights of all individual rolls at 
the receiving time and compare with the packing list, which comes from the supplier. 
Subsequently, the GSM of all rolls must be calculated and compared with the GSM stated in 
the packing list, and also check the shrinkage percentage with the stated. If any one of those 
is not tallied with the packing list then there should be a shortage or excess. 
 
The cutting room management has to agree with the supplier to recover the fabric shortages. 
For the recoveries to be made more than a certain percentage of shortage must be negotiated 
with supplier at the contract. 
 
For an example, normally, only 4% or higher shortages would be recovered by the supplier. 
 
Following (table 4.11) are some figures of shortage calculation of style 4416, an order, which 
was cut and completed at Hirdaramani Mercury (Pvt) ltd katunayake in May, 2006. 
 
Fabric supplier Hayleys MGT Knitting Mills (Pvt) Ltd. 
Fabric   100% Polyester fleece fabric. 
Colour  Blue,   Colour number DE05009D 
Batch No.  09998 
Quality No.  TPE241 
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Table 4.11 – Shortage calculation for style number 4416. 

Length 
(m)

Width 
(cm)

Weight 
(kg)

GSM 
g/m2

-8713 41.0 148 18.23 300 38.8 148 18.13 310 -5.4% -0.5%
-8714 39.2 148 17.43 300 39.2 148 17.43 300 0.0% 0.0%
-8715 46.0 148 20.45 300 44 148 20.45 307 -4.3% 0.0%
-8718 41.7 148 18.54 300 39.5 148 18.45 310 -5.3% -0.5%
-8719 41.8 148 18.59 300 41.8 148 18.59 300 0.0% 0.0%
-8720 42.0 149 18.81 300 40 149 18.75 308 -4.8% -0.3%
-8721 43.1 148 19.17 300 40.8 148 18.67 310 -5.3% -2.6%
-8725 44.0 148 19.56 300 44 148 19.56 300 0.0% 0.0%
-8726 41.6 147 18.37 300 40.3 147 18.37 305 -3.1% 0.0%
-8727 40.2 148 17.87 300 40.5 148 17.87 300 0.7% 0.0%
-8729 39.4 148 17.52 300 38.2 148 17.22 304 -3.0% -1.7%
-8730 36.3 149 16.25 300 35.5 149 16.25 304 -2.2% 0.0%
-8733 43.5 147 19.21 300 43.8 147 19.21 300 0.7% 0.0%
-8734 42.7 148 18.99 300 40.5 148 18.49 308 -5.2% -2.6%
-8735 40.5 148 18.01 300 40.5 148 18.01 300 0.0% 0.0%
-8736 38.1 149 17.06 300 37.2 149 17.06 302 -2.4% 0.0%
-8738 45.6 146 20.00 300 45.6 146 20.00 300 0.0% 0.0%
-8740 44.1 147 19.48 300 42.8 147 19.48 305 -2.9% 0.0%
-8741 43.2 148 19.21 300 43.2 148 19.21 300 0.0% 0.0%
-8742 40.5 148 18.01 300 40.3 148 18.01 301 -0.5% 0.0%
-8744 39.6 148 17.61 300 39.6 148 17.61 300 0.0% 0.0%
-8749 36.8 148 16.36 300 37 148 16.36 300 0.5% 0.0%
-8750 44.0 147 19.43 300 43.1 147 19.43 301 -2.0% 0.0%
-8751 46.1 146 20.22 300 45.8 146 20.22 301 -0.7% 0.0%
-8752 43.6 148 19.39 300 42.2 148 19.39 304 -3.2% 0.0%
-8755 41.5 148 18.45 300 41.7 148 18.45 300 0.5% 0.0%
-8761 39.9 148 17.74 300 37.8 148 17.74 307 -5.3% 0.0%
-8766 40.2 148 17.87 300 40.2 148 17.87 300 0.0% 0.0%
-8767 41.3 148 18.35 300 39.1 148 18.35 308 -5.3% 0.0%

Weight 
(kg)

GSM 
g/m2

Length 
short / 

excess %

Weight 
short / 

excess %

Stated
Roll no.

Length 
(m) at 

layering

Width 
(cm)

 
Sometimes a length shortage exists, even the weight is correct, so it implies that the stated 
GSM is not available, and / or stated shrinkage is not exists. 
Also sometimes a weight shortage exists, even the length is correct, so it implies that the 
stated GSM is not available, and / or stated shrinkage is not exists. 
The above figures say that the actual amount of fabric shortage does not define the length 
shortage and also not the weight shortages. 
 
So, if the fabric amount is not available according to the label, then it spoils the cut 
order plan, which planned in early stages to achieve higher fabric utilization. 
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4.16 The role of the pattern engineering for “higher fabric utilization” 
 
There are several ways to do pattern engineering in the mean of getting high fabric utilization 
through high marker efficiency. Some of the pattern engineering types are 
  Corners rounding 
  Reducing sewing allowances 
  Turning hidden parts 
  Adjusting dimensions 
  Parts Separation or merging 
  Removing buffer. 
 
4.16.1  Rounding corners  
In this survey the author found following details in table 4.12, by rounding corners. 
 
Table 4.12 – Values taken by rounding corners. 

Item Width of 
material 

Normal marker Engineered marker No of 
sizes/ 

marker Length Efficiency Length Efficiency 

T Shirt 178 cm 6.05 m 87.98% 6.04 m 87.97% 20 

T Shirt 174 cm 5.61 m 84.35% 5.55 m 85.31% 16 

T Shirt 168 cm 4.31 m 86.75% 4.23 m 88.35% 14 

T Shirt 180 cm 4.47 m 86.36% 4.39 m 87.91% 12 

T Shirt 172 cm 3.99 m 88.01% 3.95 m 88.80% 10 

T Shirt 166 cm 5.76 m 80.21% 5.60 m 82.37% 16 

T Shirt 178 cm 4.78 m 87.87% 4.77 m 88.01% 15 

T Shirt 172 cm 5.06 m 86.25% 5.04 m 86.55% 13 

H/Top 166 cm 6.02 m 81.25% 5.99 m 81.57% 14 

L/s Top 178 cm 5.76 m 79.67% 5.70 m 79.76% 12 

Shirt 155 cm 5.32 m 81.03% 5.23 m 81.99% 9 

Shirt 152 cm 6.78 m 80.00% 6.68 m 81.09% 14 

Shirt 150 cm 6.02 m 83.04% 5.92 m 84.31% 13 

Shirt 148 cm 5.97 m 82.21% 5.91 m 83.00% 11 

Shirt 144 cm 5.43 m 80.97% 5.35 m 82.03% 10 

Shirt 146 cm 4.34 m 82.35% 4.25 m 84.01% 8 

Shirt 148 cm 6.51 m 83.02% 6.36 m 85.00% 12 

Shirt 150 cm 3.26 m 81.56% 3.24 m 81.99% 6 
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Shirt 151 cm 5.97 m 84.00% 5.86 m 85.50% 11 

Shirt 152 cm 5.43 m 83.27% 5.32 m 84.96% 10 

Skirt 163 cm 4.62 m 77.61% 4.56 m 77.90% 16 

Skirt 162 cm 8.20 m 76.98% 8.08 m 78.06% 18 

Skirt 161 cm 9.98 m  78.65% 9.92 m 79.09% 20 

Skirt 164 cm 8.79 m 77.25% 8.59 m 79.01% 15 

Skirt 160 cm 7.62 m 77.03% 7.43 m 78.94% 16 

Short 160 cm 5.67 m 85.03% 5.61 m 85.50% 20 

Pant 158 cm 5.35 m 82.98% 5.30 m 83.10% 12 

Jogger 178 cm 5.79 m 80.01% 5.72 m 80.25% 16 

Jogger 178 cm 9.27 m 83.02% 9.05 m 84.96% 12 

Jogger 180 cm 7.82 m 82.94% 7.69 m 84.35% 10 

Jean 178 cm 6.45 m 81.99% 6.32 m 83.64% 8 

Pant 178 cm 5.98 m 84.00% 5.92 m 84.77% 8 

Pant 176 cm 8.25 m 86.35% 8.13 m 87.56% 11 

Pant 178 cm 7.9 m 84.78% 7.88 m 84.98% 10 

Pant 176 cm 7.45 m 81.25% 7.27 m 83.22% 10 

Pant 178 cm 8.92 m 78.95% 8.91 m 78.94% 20 
 
The rounding corners done as follows. 

T shirts - Corners of vent, pocket, sleeve hem, buggy, etc. 
Shirts - Corners of placket, cuff, sleeve, collar, pocket, etc.  

 Skirts  - Corners of waistband, pocket, bottom hem, etc. 
 Pants/ Joggers- Corners of waistband, bottom hem, pocket facing, etc. 

 
 
 
 
 
 

 
 

Figure 4.11 – some panels that can round the corners. 
 
The above table 4.12 shows  

• All marker lengths have become less. 
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• Marker efficiency normally became higher however it has become low in some cases. 
• Same number of sets per marker. 
• Fabric consumption per garment has become less. 

 
Even though the fabric utilization is higher, the marker efficiency has become less in some 
styles. If we look at the first line and the last line of the table 4.12, it shows a drop in marker 
efficiency but shows a lower length. Therefore, in this method sometimes the marker 
efficiency doesn’t show a correct picture. 
 
Let’s consider  
 W - width of the a marker 
 L1 - Original length of the marker 
 L2 - Changed Marker length. 
 E1 - Efficiency of original marker. 
 E2 - Efficiency of changed marker. 
 A1 - Total area of the original marker 
 A2 - Total area of the pattern engineered marker. 
 X1 - Area of the pattern pieces of the original marker 
 X2 - Area of the pattern pieces of the engineered marker. 
 
Always   L1 > L2 
Since W is same  WL1 > WL2 
That is    A1 > A2 
And    X1 > X2 very close. 
 
So   X1 / A1 > = <  X2 / A2 
 
That is    E1 > or = or < E2 
 
The marker efficiency doesn’t show the correct picture at pattern engineering, even though 
the length of the marker is short. 
The rounding corners, is carried out mainly in terms of improving the fabric utilization. 
 
However, very often X1 is very close to X2, therefore it is possible to consider X1 =  ~X2, by 
considering the A1 & A2. 
   

Then  E1 < E2 
 
 
4.16.2  Reducing sewing allowance 
Before reducing the sewing allowance the cutting room management Should know about the 
stitch type. For an example reducing seam allowance for four-thread over-lock seam is cannot 
be done. A front panel of a ladies T shirt 
 
Following exercises has been carried out for the styles in table 4.13 by reducing the sewing 
allowances, 
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Table 4.13 – Values taken by reducing sewing allowances. 

Item Width of 
material 

Normal marker Engineered marker No of 
sizes/ 

marker Length Efficiency Length Efficiency 

T Shirt 180 cm 3.75 m 89.82% 3.61 m 89.57% 15 

T Shirt 179 cm 4.65 m 87.64% 4.50 m 87.84% 15 

Shirt 164 cm 2.80 m 86.65% 2.65 m 86.98% 8 

Shirt 158 cm 3.90 m 87.50% 3.75 m 87.36% 10 

Skirt 165 cm 3.84 m 91.20% 3.81 m 90.99% 16 

Pinafore 145 cm 4.20 m 78.92% 4.15 m 79.07% 12 

Trouser 148 cm 5.41 m 82.36% 5.27 m 82.28% 12 

Short 148 cm 4.25 m 84.78% 4.12 m 84.70% 20 

Dungaree 148 cm 3.50 m 79.79% 3.46 m 79.91% 10 

Pram suit 178 cm 2.40 m 81.54% 2.39 m 81.47% 16 
 
A higher percentage can be achieved by reducing all types of hem width. Here also the 
marker efficiency doesn’t play a required role, but the Marker lengths are decreased 
considerably. Therefore the fabric utilization became higher. 
 
Again consider, 
Always   L1 > L2 
Since W is same  WL1 > WL2 
That is    A1 > A2 
And    X1 > X2 
 
So   X1 / A1 > = <  X2 / A2 
 
That is    E1 > or = or < E2 
 
Where, 

W - width of the a marker 
 L1 - Original length of the marker 
 L2 - Changed Marker length. 
 E1 - Efficiency of original marker. 
 E2 - Efficiency of changed marker. 
 A1 - Total area of the original marker 
 A2 - Total area of the pattern engineered marker. 
 X1 - Area of the pattern pieces of the original marker 
 X2 - Area of the pattern pieces of the engineered marker. 
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4.16.3  Turning of hidden parts 
Normally pattern pieces must be placed in a certain direction, namely along the grain line. It 
creates the drape ability, avoids the spirallity and many other properties. Thus, this criteria 
waste more fabric. Some pattern pieces can be turned slightly against the grain line, without 
creating a noticeable change to the garment. Then some fabrics can be saved. Some parts that 
can be turned are, 

Small parts such as coin pockets, appliqués, 
Hidden parts such as some under arm parts (if available), 
Inner parts such as pocket bags, inner waistbands, etc 

 
Following exercises have been carried out for styles given in table 4.14 by turning some 
parts. 
 
Table 4.14 – Values taken by turning of hidden parts. 

Item Width of 
material 

Normal marker Engineered marker No of 
sizes/ 

marker Length Efficiency Length Efficiency 

Short 160 cm 6.00 m 88.12% 5.91 m 89.46% 20 

Short 149 cm 6.44 m 86.24% 6.35 m 87.50% 20 

Trouser 154 cm 7.85 m 89.36% 7.75 m 90.57% 14 

Trouser 158 cm 6.84 m 87.52% 6.77 m 88.37% 12 

Skirt 145 cm 5.91 m 80.20% 5.81 m 81.57% 20 

Skirt 148 cm 5.92 m 78.90% 5.80 m 80.47% 16 

Pinafore 148 cm 6.57 m 80.63% 6.48 m 81.72% 12 

Pinafore 145 cm 8.58 m 81.73% 8.50 m 82.47% 14 

Dungaree 148 cm 5.35 m 76.27% 5.31 m 76.86% 8 

Dungaree 158 cm 4.81 m 80.25% 4.76 m 81.10% 10 
 
Always this brings higher marker efficiency, while the pattern area is same for both markers. 
 
 
4.16.4  Adjusting dimensions 
Adjusting dimensions must do without any noticeable change to fit and style. There is a 
certain tolerance given by the buyer to the fit for each style. Taking that advantage the 
dimensions can be reduced. When adjusting dimension of one panel, it is necessary to do two 
more other panels also. 
Mostly the dimensions can adjust for pocket bags, buggies, etc very easily. 
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Table 4.15 – Values taken by adjusting dimensions. 

Item Width of 
material 

Normal marker Engineered marker No of 
sizes/ 

marker Length Efficiency Length Efficiency 

Short 160 cm 6.14 m 87.22% 5.91 m 89.46% 20 

Trouser 154 cm 6.85 m 88.36% 6.74 m 91.15% 14 

Skirt 145 cm 5.91 m 80.20% 5.78 m 82.18% 20 

Pinafore 148 cm 6.57 m 80.63% 6.50 m 82.11% 12 

Dungaree 148 cm 5.35 m 76.27% 5.32 m 76.61% 8 
 
 
4.16.5  Parts separation & Merging 
Sometimes, there is a chance to divide some parts in to two or three. In the same way two or 
three parts can merge together. By both these ways that can be improved the marker 
efficiency. 
 
Table 4.16 – Values taken by parts separation and merging. 

Item Width of 
material 

Normal marker Engineered marker No of 
sizes/ 

marker Length Efficiency Length Efficiency 
Merging       

Short 160 cm 6.00 m 88.12% 5.94 m 89.00% 20 

Short 149 cm 6.44 m 86.24% 6.38 m 87.04% 20 

Skirt 145 cm 5.91 m 80.20% 5.87 m 80.73% 20 
Separation       

Skirt 148 cm 5.92 m 78.90% 5.83 m 80.00% 16 

Pinafore 148 cm 6.57 m 80.63% 6.49 m 81.61% 12 

Pinafore 145 cm 8.58 m 81.73% 8.55 m 82.02% 14 

Dungaree 148 cm 5.35 m 76.27% 5.27 m 77.40% 8 

Dungaree 158 cm 4.81 m 80.25% 4.70 m 82.07% 10 
 
 
4.16.6  Removing buffer 
By removing the buffer, the author got following results in the table 4.16. At a cut mark or a 
turning point – the cutters require a buffer space especially, when using an automatic cutter, 
as for knife clearance. This can be removed by changing the cutting machine to manual. 
 At a curved cut – This buffer is also can be removed by using a manual cutter or 
controlling the automatic machine, using mirror cut or using a lesser speed. 
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  Buffer 

Figure 4.12 – Buffer allowance. 
The results of some exercises carried out at Hirdaramani Mercury (Pvt) Ltd., Katunayake, are 
given in table 4.17. The subjected patterns are Children’s and adult’s garments where some 
are body fabric some are contrast. 
Table 4.17 – Values taken by removing buffer. 

Item Width of 
material 

Normal marker Engineered marker No of 
sizes/ 

marker Length Efficiency Length Efficiency 

T shirt 184 cm 2.87m 91.25% 2.85m 91.89% 10 

T shirt 182 cm 3.99m 89.27% 3.96m 89.85% 16 

Pant 182 cm 8.09m 85.65% 7.98m 86.83% 12 

T shirt 180 cm 2.89m 93.11% 2.88m 93.43% 12 

Shirt 180 cm 6.55m 88.78% 6.49m 89.60% 10 

Skirt 180 cm 4.27m 84.81% 4.25m 85.21% 9 

Pant 178 cm 8.15m 82.46% 8.00m 84.01% 11 

T shirt 178 cm 2.98m 91.00% 2.95m 91.93% 8 

Shirt 175 cm 4.95m 89.56% 4.91m 90.29% 12 

Skirt 174 cm 5.67m 85.45% 5.6m 86.52% 10 

T shirt 172 cm 2.12m 92.45% 2.1m 93.33% 8 

T shirt 172 cm 2.33m 93.41% 2.31m 94.22% 8 

Pant 172 cm 8.46m 79.54% 8.39m 80.20% 11 

Pant 172 cm 9.25m 82.41% 9.11m 83.68% 12 

T shirt 170 cm 3.87m 88.56% 3.85m 89.02% 10 

Shirt 170 cm 6.12m 82.46% 6.03m 83.69% 12 

Pant 168 cm 8.61m 80.61% 8.55m 81.18% 11 

Pant 166 cm 6.16m 78.20% 6.13m 78.58% 9 

Shirt 164 cm 6.14m 81.25% 6.10m 81.78% 12 

Pant 160 cm 7.16m 80.64% 7.11m 81.21% 13 
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4.16.7  The short- comings of pattern engineering process 
 

• Pattern makers have to re draw the patterns. 
• Marker makers have to re-draw the markers. 
• Need an extra effort for cut planning and cutting. 
• There is a tendency to non- attaching places at stitching, when rounding 

corners or reducing sewing allowances. 
• The stitched garments can be deviated from the required shape of the pattern. 
• The stitched garments can be deviated from the required measurements. 
• Stitching must be done very carefully. 
• An extra effort and a cost would be incurred at stitching 
• Cutters must be professional enough to cut the rounded corners, to achieve the 

required task. 
• The after wash shrinkage effect must be considered. 

 
 
Anyway the pattern engineering helps greatly to increase the fabric utilization. 
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4.17 Does the marker making play a vital role in fabric saving? 
 
As in the introduction there are several types of marker making methods. However all the 
types do not give a gain but each type has special features that can get a maximum gain in 
terms of overcoming fabric faults and other difficulties.  
 
4.17.1  Half garment markers 
The table 4.18 contains half garment markers for children Raglan T – shirts, which are range 
of 3 years to 8 years of a style done at Hirdaramani Mercury Apparel (Pvt) Ltd. Katunayake. 
Here the lay time is calculated only for just lay and cut the end by an end cut machine. Here 
the preparation time, fabric receiving time from the rack etc are not calculated. 
 
Table 4.18 – Values for half garment marker. 

No of sizes in 
the marker 

Half width 
(usable) (cm) 

Marker length 
(m) 

Marker 
Efficiency % 

Time taken 
to lay 10 

plies 

3 71 cm 1.05 m 60.1 % 9 seconds. 

4 73 cm 1.36 m 63.0 % 10 seconds. 

7 74 cm 2.23 m 65.6 % 16 seconds. 

5 70 cm 1.67 m 64.2 % 13 seconds. 

6 68 cm 2.04 m 66.1 % 15 seconds. 

7 68 cm 2.32 m 65.1 % 18 seconds. 

8 67 cm 2.68 m 65.2 % 19 seconds. 

6 70 cm 1.99 m 66.7 % 15 seconds. 

5 71 cm 1.66 m 63.3 % 13 seconds. 
 
Advantages  

• Ideal for fabrics having slipping surface. 
• Good for tubular fabric, rather than slitting. 
• Good for fabrics which have a crease line in the middle. 
• Good for patterns where the parts have mirror effect or in symmetric pairs. 

 
Disadvantages  

• Low efficiency and high fabric requirement. 
• Difficult to lay long lengths. 
• An extra time is required to lay than a normal marker. 
• Spreading and cutting must be carried-out by professionals. 
• Can be used only for styles, which have symmetric pattern pieces, that are every panel 

should have a mirror panel. The garments, which are not in this manner are cannot be 
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laid in this way. For an example, a gent’s pant has a fly “J”, these types of patterns 
cannot be cut using a half garment marker. 

 
Similarly patterns of some skirts, shorts, shirts (due to front placket and single pocket) etc 
cannot be drawn. 
 
4.17.2  Full garment markers - Single size markers 
This marker contains markers for only one size of a garment. Especially these markers can be 
used to cut the remnants pieces by means of meeting the order quantity exactly. 
 
Example 
The marker lengths of single size markers are as follows, 
 
Table 4.19 – Some single size markers. 

Size S M L XL 
No of sets 2 3 2 2 

Marker length 0.80 m 1.25 m 1.01 m 1.05 m 
Lay length 0.84 m 1.29 m 1.05 m 1.09 m 

Marker Efficiency  71.6 % 73.2 % 69.6 % 71.7 % 
Fabric wastage as 
end allowance % 

5.0 % 3.2 % 4.0 % 3.8 % 

Time taken to 
spread 10 plies 

8 seconds 9 seconds 8 seconds 9 seconds 

 
Advantages  

• Lay planning is easy as the size wise order quantity can be managed very easily. 
• Fabric spreading is very easy as this requires a small lay length. 
• The remnants (balance fabric pieces at the end of rolls after laying longer length 

markers) can be used effectively. 
• Can use for fabrics with high shrinkage properties. 
• It is possible to use for styles, those have matched parts with stripes and checks, with 

skew-ness or bowing. 
• Can use for high fault rate fabrics, as the defects can be removed while spreading. 
• Need only small space to lay. 
• No need to lay by professionals. 

Disadvantages  
• Marker efficiency is significantly low. 
• Material requirement is high. 
• Spreading time is significantly high. 
• End allowance wastage is high relative to the lay length. 

 
4.17.3  Full garment markers - Multi size markers 
This contains two or more sizes in one marker. There are three types of multi size marker, 
namely sectional marker, interlocking marker and mixed multi size marker. 
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Table 4.20 – Figures of a same size set drawn Sectional, Interlock and Mixed markers. 

 
 
4.17.3.1 Sectional marker 
A sectional marker has separate sections for each size, as figure 4.13. 
 
 
 
 
 
 
 
 
 
 

Figure 4.13 – Sectional marker. 
 
Advantages  

• It is possible to use for shade variation (length wise and width wise) fabrics. 
• Lay planning is easy. 
• It is possible to use for step layers, to meet the ratio requirement of the customer. 
• It is possible to use for stripes and check fabrics or printed fabrics. As some times 

those fabrics require smaller length markers. 
• It is possible to use for fabric remnants. 
• The fabric faults can be avoided. 
• When spreading and cutting can be used any size first and the others can be kept for 

latter cutting. 
• Changes of size combination can be done at marker making. 
• Joints can be introduced easily at fabric spreading and no need to over lap - splices. 

 
Disadvantages  

• Marker efficiency is low than normal markers. 
• Fabric wastage is high. 
• Marker making time is somewhat high. 
• Need professional layers to lay. 

 
 

Marker type Sectional Interlocking Mixed 
No of sets 6 6 6 

Marker length 3.36 m 3.26 m 3.12 m 
Lay length 3.40 m 3.30 m 3.16 m 

Marker Efficiency  76.1 % 78.4 % 81.9 
Marker making time 40 minutes 51 minutes 69 minutes 

 
 

Size 1 

 
 

Size 2 

 
Size 3 

 
Size 4 
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4.17.3.2 Interlocking marker 
This is also a sectional marker, but there are no straight lines to separate sizes. 
 
Advantages  

• Marker efficiency is somewhat higher than a sectional marker. 
• Fabric utilization is somewhat high. 
• It is possible to separate size wise, and cut any required size in first. 
• Ideal for fabrics having shade variations – shaded markers. 
• It is possible to use joints even in shade variation fabric. 

 
Disadvantages  

• Lower marker efficiency than the mixed markers. 
• No better solution for fabric faults. 
• Need professional layers and cutters to lay and cut. 
• Difficult to use for stripe or check or printed fabrics. 
• Markers are having long lengths. 
• Splice marking is not so easy when using joints. 

 
4.17.3.3 Mixed multi size marker 
There are several ways to make this kind of markers depending on the marker maker, and 
there may be several options that give maximum benefit in terms of fabric utilization, 
spreading and cutting methods etc. 
 
Advantages  

• Higher marker efficiency. 
• Higher fabric utilization 
• Easy to cut a large number of sizes with large quantities. 
• It is possible to use joints. 

 
Disadvantages  

• Difficult to mark splices. 
• Spreading is average in difficulties; long lengths have to be layered. 
• Large remnant pieces can be occurred. 
• Professionals must do spreading, cutting and bundling. 
• No better solution for fabric faults. 
• Difficult to lay stripe, check or printed fabrics. 

 
All the above markers can be drawn as One way marker or Two way (both ways) marker, 
where one way marker is useful for brush effect, fleecy, velvet fabrics to avoid the brush 
differences, colour shading, barre, etc. 
 
 
4.17.4  One-way marker 
All the parts are aligned to one direction in this marker. 
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Advantages  
• It is possible to use for shade varied, fabrics. 
• Ideal for fleece or fur fabric (brush effect) 
• Ideal for some printed or check or stripe materials as per design. 
 

Disadvantages  
• Marker efficiency is low when considering a normal marker. 
• Fabric requirement is higher than normal marker. 
• Difficult to use joints. 
• Difficult to do cut order plan. 
• Long spreading lengths. 
• No better solution for some fabric faults. 

 
4.17.5  Two-way marker – Normal mixed marker 
Here all the panels of a single size are aligned to one direction and the other sizes are aligned 
to the opposite or same. 
 
Advantages  

• High marker efficiency can be achieved. 
• High fabric utilization can be gained. 
• The output of the cut plan would be high. 
• It is possible to use joints. 

 
Disadvantages  

• Need professionals to lay, cut and bundle. 
• It is impossible to use for shade-varied fabrics. 
• Difficult to mark splices to use joints. 
• Large remnant pieces can be occurred. 
• Cannot cut the urgent sizes first. 
• Difficult to do cut order plan. 
• Difficult to match stripe, check or printed fabric. 
• No better solution for fabric faults. 
• Markers are longer lengths. 

 
In this way the appropriate marker type can be selected by considering the following 
facts. 

Maximum utilization of fabric. 
Over come the fabric faults. 
Available space. 
Available manpower. 
Available time. 
Available other resources. 
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4.18 What are the advantages and disadvantages of cost marker methods? 
 
4.18.1  Cost with a single marker 
An example for a denim skirt – children’s garment – dept. T74 is shown in figure 4.14. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 4.14 – A single normal marker. 
 
The Marker in the figure 4.14 is a normal marker and its length is 0.40 m per garment giving 
the marker efficiency of 58.7% with the width of 150 cm. 
 
Now can go ahead, with the existing information and past records. 
Actual area taken by the skirt 0.40w X 58.7% = 0.2348w m2. 
Where w is the width of the fabric. (w = 150 cm) 
 
By looking at the past records, the average marker efficiency of a department T74 children 
wear – denim skirt is 88% for the width = 150cm. 
By keeping 1% for the unexpected circumstances, then the marker length can be taken as, 
   = 0.2348w / w 87% (where w= 150 cm) 
The marker length = 0.27 m / gmt. 
 
This may be unfair if the fabric would have shaded or brush effect. In that case the marker 
has to draw one garment one way. 
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Figure 4.15 – A single one-way marker. 
 
As the marker length is 0.40 m, and the marker efficiency is 58.7%. To over come this 
problem that can draw two sizes. 
By looking at past records that can be seen shaded marker efficiency for a department T74 
skirt is 85 % (one way marker). 
 
Therefore the marker length would be  = 0.40w X 58.7% / w 85% 
      = 0.28 m./ gmt. 
Where w= 150 cm. 
 
When ordering fabric, just add 2% to 7% extra, by considering the supplier evaluation (defect 
rates, shrinkage level, shortage etc). 
 
If there is no idea on the fabric shade effect, then it is better to go with 0.28m / gmt. 
 
In this case, can negotiate the price of the fabric with the supplier based on the above two 
markers. 
 
If the order quantity is “a” 
Then the fabric requirement as per normal marker  = 0.27a 
If the unit price fabric is “$” then fabric cost    = 0.27a$ 
 
If the fabric would have shaded effect than the fabric requirement would be  = 0.28a. 
 
Need to negotiate with the supplier to buy “0.28a” much of fabric to the value of “0.27a$” 
 
Then the unit price of the shaded effect fabric  = 0.27a$ / 0.28a  = 27$ / 28. 
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Advantages  
• Easy to draw a marker. 
• Time consuming is low. 
• Easy calculations. 

 
Disadvantages  

• It is difficult to guess the base size (average size) that must be justified for the cost for 
all other sizes. 

• Always gives a low efficiency. 
• Must keep past records to compare and for calculations. 
• A high risk is existing. 

 
4.18.2  Cost with a Double marker / Average marker 
If the width of the fabric is enough to place two marker sets then it is better to find a marker 
length for one garment by drawing two sets. It gives higher accuracy than the single marker. 
 
4.18.3  Cost with a Single marker from the ratio given 
If it is known the order quantity with size break down then can take the average size for the 
base size to prepare the cost marker. 
 
Example 1 
Size  S  M  L  XL  XXL 
Quantity 1000  3500  4500  6000  2000 
The total qty = 17,000 
The base size = L (since L is the medium of the array) 
 
Example 2 
Size  S  M  L  XL  XXL 
Quantity 500  1500  2500  6000  2000 
The total qty = 12,500 
The base size = XL (since XL is the medium of the array) 
 
Example 3 
Size  4 5 6 7 8 9 10 11 12  
Quantity 100 120 240 360 360 360 240 120 100 
The total qty = 2,000 
The base size = 8 (since 8 is the medium of the array) 
 
Example 4 
Size  4 5 6 7 8 9 10 11 12  
Quantity 100 150 250 350 400 450 450 200 100 
The total qty = 2,500 
The base size = 8 or 9 (since 8 & 9 are the medium of the array) 
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4.18.4  Cost with a Ratio marker 
The above calculation can be done for a single size marker. However it is more suitable to 
draw ratio marker by using actual size break down for the costing purpose also. 
 
Advantages  

• More accurate than single or double marker. 
• High marker efficiency. 
• Low risk at costing. 

 
Disadvantages  

• Time consuming to draw a marker. 
• If the buyer has changed the ratio while in the progress, it would be a problem. 

 
For the Season Autumn’06 phase-I, Hirdaramani Mercury Apparel (Pvt) Ltd., prepares 
following cost markers and achieved actual markers as in table 4.21. (Considered only shell 
fabric, and also ignored pattern changed styles) 
 
Table 4.21 – Comparison of cost and actual ratio markers. 

Style # Item 
Cost marker Actual ratio marker Deviation 

% Width 
cm 

Consumption 
m/dz. Width cm Consumption 

m/dz. 
Single markers      

0706 Top 175 4.25 175 3.97 +6.51 

1719 Pant 150 8.39 150 7.76 +7.55 

1928 Short 145 5.02 145 4.57 +8.96 

2060 Top 166 3.10 166 2.76 +10.94 

2135 Top 147 4.47 147 4.12 +7.79 

2139 Blue Top 180 2.87 180 2.65 +7.73 

2139 Red Top 180 2.89 180 2.67 +7.76 

2630 Top 178 3.13 178 2.82 +9.98 

2951 Gown 150 14.10 150 12.88 +8.68 

3255 Pant 149 4.21 149 3.91 +7.20 

3255 Pram suit 182 1.86 182 1.72 +7.64 

6405 Top 151 4.94 151 4.17 +15.59 

6409 Dungaree 158 6.22 158 5.81 +6.62 
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Cost width > delivered width  

4107 Top 178 3.56 171 3.74 -5.02 

4108 Top 178 2.37 170 2.79 -17.59 

Cost width < delivered width  

2058 Top 180 3.84 186 3.30 +14.03 

2142 Top 179 2.63 185 2.22 +15.78 

2143 Top 147 4.44 154 3.56 +19.86 

6072 Jogger 173 8.14 174 7.26 +10.84 

6303 Jogger 144 8.14 148 6.96 +14.44 

6308 Jogger 144 8.14 148 6.94 +14.72 

6511 Top 180 3.74 185 3.64 +2.70 

Double markers  

0294 Top 170 4.00 170 4.06 -1.44 

0299 Top 172 4.32 172 4.18 +3.26 

0546 Shirt 179 6.85 179 6.61 +3.55 

0558 Shirt 182 6.09 182 6.18 -1.56 

0706 Top 175 4.25 175 4.00 +5.80 

1004 Top 169 4.32 169 4.26 +1.46 

2266 Pant 150 12.30 150 11.73 +4.63 

2628 Pant 150 7.08 150 6.84 +3.41 

2628 Top 170 3.61 170 3.45 +4.30 

2629 Pant 144 8.57 144 8.17 +4.72 

2631 Top 129 7.47 129 7.14 +4.39 

2633 Pant 145 9.46 145 9.15 +3.26 

2633 Top 150 6.30 150 5.89 +6.57 

4600 Pinafore 180 5.04 180 4.92 +2.37 

4628 Pant 171 9.87 171 9.88 -0.12 
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4629 Pant 171 9.87 171 9.58 +2.96 

5026 Pinafore 147 4.97 147 4.66 +6.15 

5027 Skirt 149 2.95 149 2.85 +3.48 

5027 Top 170 2.14 170 2.10 +1.75 

8013 Dungaree 150 9.43 150 8.94 +5.17 

Cost width > delivered width  

2007 Top 178 2.12 171 2.14 -0.89 

2046 Top 178 2.64 174 2.59 +1.75 

2053 Skirt 178 2.71 170 2.73 -0.81 

2055 Top 178 2.22 170 2.26 -1.74 

2628 Pant 150 5.64 145 5.78 -2.53 

Cost width < delivered width  

1004 Top 169 4.32 180 3.55 +17.76 

1557 Pant 168 5.76 180 4.48 +22.23 

2250 Top 178 2.32 180 2.25 +2.86 

2631 Jean 147 8.20 154 7.15 +12.76 

2780 Top 150 2.53 151 2.34 +7.33 

3259 Jacket 144 4.18 147 3.90 +6.79 

3263 Shirt 144 4.71 147 4.15 +11.86 

4019 Hooded 104 6.80 110 6.19 +8.90 

4287 Top 162 3.75 169 3.30 +12.00 

4415 Shirt 162 5.36 166 5.26 +1.84 

4513 Shirt 173 5.14 172 4.96 +3.54 

4515 Top 170 4.96 180 4.42 +10.89 

6072 Pant 173 8.14 174 8.07 +0.89 

8013 Top 158 2.58 160 2.27 +12.19 

8806 Jean 148 8.74 150 8.28 +5.23 
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Ratio markers  

0703 Top 169 4.70 169 4.64 +1.25 

1321 Dungaree 182 6.94 182 6.93 +0.16 

2004 Top 171 2.20 171 2.19 +0.45 

2045 Pink Top 158 2.33 158 2.32 +0.61 

2045 Red Top 158 2.42 158 2.39 +1.08 

2054 Pant 129 5.15 129 5.11 +0.80 

2056 Top 180 2.22 180 2.20 +0.83 

2140 Top 147 3.37 147 3.37 +0.07 

2141 Skirt 149 4.36 149 4.33 +0.77 

2630 Pant 150 7.23 150 7.18 +0.75 

2830 Blue Top 178 5.93 178 5.91 +0.34 

2830 Pink Top 178 4.05 178 4.02 +0.73 

3257 Pant 144 4.14 144 4.13 +0.35 

3259 Top 171 2.33 171 2.33 +0.06 

3262 Top 170 2.32 170 2.29 +1.45 

3263 Vest 185 1.52 185 1.53 -0.86 

4138 Pram suit 180 2.46 180 2.44 +1.00 

5023 Top 173 2.60 173 2.56 +1.65 

5026 Top 166 2.85 166 2.83 +0.58 

Cost width > delivered width  

2780 Pant 147 5.56 142 5.71 -2.58 

4106 Top 178 3.99 171 4.18 -4.63 

Cost width < delivered width  

0548 Dungaree 180 7.84 182 7.76 +1.08 

0704 Shirt 152 4.75 171 4.14 +12.78 

0907 Top 170 3.49 175 3.38 +3.09 
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1003 Pant 170 5.88 175 5.55 +5.61 

2050 Pram suit 162 2.71 170 2.69 +0.85 

2053 Pram suit 168 2.71 184 2.08 +23.18 

2056 Short 178 2.05 180 2.02 +1.57 

2130 Top 148 3.75 152 3.49 +7.05 

2136 Red Top 162 2.76 181 2.55 +7.64 

2136 Wht Top 162 2.76 184 2.44 +11.54 

2780 Pant 150 2.67 155 2.54 +4.68 

3257 Short 145 2.68 152 2.50 +6.56 

3262 Jean 144 7.24 152 6.88 +4.98 

3294 Jacket 145 10.08 150 9.50 +5.76 

3294 Jean 145 5.65 154 5.35 +5.27 

4105 Gillette 148 3.69 166 3.21 +12.89 

4196 Top 170 7.80 178 7.16 +8.19 

4401 Top 170 3.94 192 3.46 +12.16 

4403 Top 185 4.82 188 4.75 +1.35 

5025 Short 148 3.88 152 3.55 +8.38 

6062 Jean 157 8.54 160 8.52 +0.27 

7162 Jogger 170 8.55 181 7.49 +12.39 

       
 
The above figures in the table 4.21 show that, 

• Cost ratio marker is more close to the actual marker. 
• Cost width of 53 styles out of 106 is changed with the received fabric width. 

 
The above cost marker is used to calculate the cost through bill of materials and to order the 
fabric, which is done by merchandisers. However providing a low consumption is one of the 
major responsibilities of a cutting room management. The past records and the experiences 
are essential to prepare effective cost markers. 
Past records must include, 
 Item type, 
 Fabric behavior - type, Fabric width, Shrinkage, Fault rate,  

Supplier evaluation, etc, Spreading and Cutting method used, 
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4.19 The type of external reasons, which will disturb the cutting process 
 
There are lots of external reasons, which disturb the smooth process of cutting room. Some of 
those are listed below, where cutting room management has to be dealt with. 
 
4.19.1  Sample is not ready 

The sample must be ready at the beginning of cutting. It is highly useful to prepare 
pattern, marker, and to identify the fabric type and colour etc. Especially in pattern 
engineering, it is necessary to see the sample. 
Even the sample is not available the cutting room management must have an ability to go 
ahead with other information received like sketches, fabric swatches, etc. However this 
may creates an additional cost, and some times losses. 
 

4.19.2  Sample approval is pending 
If the sample is pending, there is no right to cut fabric. This delay may cause tighten the 
situation in cutting room process. This may cause an excess cost at the tight periods like 
over time, etc. The cutting room management must be in alert on the sample approval. 
  

4.19.3  Buyer is looking for an amendment 
This is another barrier for cutting room processes. If an amendment takes place, the 
cutting room management has to do a lot. He has to, 

Increase the marker efficiency by pattern engineering or any other means, 
Put the fullest effort to cut the total order from the received fabric, 
Avoid the shipment delays. 

 
4.19.4  Order detail is not given 

If the order detail is not given by the relevant personal, the cutting room manager must 
have an ability to collect those as soon as possible. Some of the missing details are Order 
quantity, the ratio break -down, fabric / interlining to be used, allocated fabric amount, 
etc. Here also an indirect cost takes place. 
 

4.19.5  Fabric is not available / Fabric received is rejected 
This is another loss to the cutting processes. The delayed fabric supplying creates a high 
tight situation in all aspects in the cutting room. This makes idle time at cutting and leads 
to losses. 
 

4.19.6  The width of the fabric received is different 
This makes to re-draw the markers and may lead to pattern engineering. 
Thereby an additional cost will incur. 
 

4.19.7  Received fabric length is short / excess 
If the length of the fabric is short, then the order would not be completed. It creates 
unnecessary paper and manual work and the buyer will not be satisfied. 
If the fabric is in excess, then the balance of fabric takes place and it will be an additional 
cost to the stores, especially if the buyer doesn’t agree to purchase the additional quantity. 
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4.19.8  Fabric inspection has not been carried out 
It is a high risk to cut the non-inspected fabrics, which would be a great loss. 
 

4.19.9  Fabric test report is not given 
The cutting room management must know the test status of the fabric before starting the 
cutting process. 
 

4.19.10  High fault rate fabrics / inconsistent fabric 
This is a highly effective problem that a cutting room management has to face, which 
incurred with a high unnecessary cost, as most of the time fabric is accepted even it has a 
high fault rate. 
 

4.19.11  Higher target required by the sewing room 
Some fabrics such as stripes and trimmings have to undergo a special operation in the 
cutting process. Therefore it is difficult to supply a higher requirement with in a short 
period to the sewing room. 
However the cutting room management must have the ability to analyze the work and 
make necessary allocations for the workforce.  
 

4.19.12  Maintenance not carried out 
This would be a serious problem, as high cost machineries are available in the cutting 
room, therefore all machineries must go through a routine maintenance process to get a 
smooth run. 
 

4.19.13  Man- power requirement not given 
The carder has been decided by the HR department, and the cutting room management 
has to analyze the work load and allocate the required work force to the section. 

 
4.19.14  Complains that may come from other departments 

• Cut delays. - Sufficient cut quantity is not available in cutting room at right time. 
• Size out. – Panel size variations to the original pattern. 
• Fabric faults. – Fabric defects in panels. 
• Colour shading. – One or more panels have colour variations. 
• Numbering mistakes. 
• Fusing mistakes. 

 
The cutting room management must have an ability to give solutions, which may gain 
profits instead of losses. 
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4.20 Way of reducing fabric and overall cost through Pattern and Marker 
making processes 
 
There are several operations in the cutting room and in each step there are some type of cost 
saving method especially fabric savings. 
 
After confirming the order and at the fabric is received the cutting room management has to 
prepare the patterns and markers for production, which is a great challenge. The challenges to 
be faced are, 
 
 The required fabric width is not received. 
 Fabrics have several widths. 
 Fabric faults. 
 Not receipt the required amount of fabric. 
 Actual shrinkage varies with the pre-planned shrinkage. 
 
The summery of the all the above stories are that if the receipt fabric does not match with the 
planned. An order short or an excess of fabric may occur. The order short supplying leads to 
customer un-satisfaction, and the fabric balances creates unnecessary problems. However the 
cutting room management has a task to avoid any short come that can be occurred. At this 
stage the cutting room management can take some steps as follows. 
 
Rounding corners, 
Reducing sewing allowances, 
Turning some hidden parts, 
Adjusting dimensions, 
Parts separating, 
Parts merging, 
Removing buffer, 
Drawing marker types 4 to 6 times to get a best marker, 
Fabric segregating, 
Fabric inspection, 
 
Before carryout the above exercises to get the maximum utilization of fabric, it is essential to 
consider the possible losses that can be saved against the possible extra cost incurred. Some 
of the significant additional cost factors are labour cost, extra machine running cost, time 
cost, and other administration costs. The value of losses that can be recovered must be greater 
than the total cost that has to be spent with the additional cost. Then it gains a profit. 
Otherwise any exercises carryout to get a higher cut quantity is useless. 
 
Profits can be gained > Spent cost + Additional cost need to spend 
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Table 4.22 – Additional cost that has to spend. 
 
Advantages  Spent costs  Additional costs 
 
Additional  Fabric cost  Labour cost 
Garments cut     Pattern engineering 
       Marker making 
       Spreading 
       Cutting 
       Bundling 
      Machine cost 
       Electricity 
       Compressed air 
       Maintenance 
      Additional time 
       Delaying cost 
       Delaying of other styles. 
      Other administrational cost 
 
      Cost can be occurred from others 
       Damage cost 
       Repair cost 
       Airfreight cost 
       Rejection cost. 
 
 
 
 
 
 
 
 Value of garments cut pieces 
 
      Additional profit by an extra effort 
 
    Existing profit 
 
    Number of garments can be cut by normal marker 
 
      Number of garments cut 
 
Graph 4.11 – Value of garment cut pieces vs. Number of garments cut. 
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 Value / cost 
 
         Additional cost 
        Total sales value of cut garments 
 
 
 
 
 
    Initial cost spent 
      Number of garments cut 
 
Graph 4.12 – Value / Cost vs. Number of garments cut. 
 
Trying to achieve an extra quantity than the possible quantity cut is cost consuming. Some 
times cost exceeds the profit that can be occurred by cut garments, and occur high damages, 
rejections at the production stage. Therefore the aim should be to get high profit, but not with 
higher cost, by pattern engineering and marker making. 
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4.21 How to deal with excess and shortage fabrics at lay planning? 
 
Lay planning is another task that has direct relationship with fabric utilization. 
Once the patterns are ready the cutting room management must calculate the possible cut 
quantity from the received fabric. 
 

• If a fabric shortage occurred due to a short supply by the fabric producer, then it is 
necessary to get the balance fabric from the supplier. 

• Carryout pattern engineering and try to reduce the fabric consumption stated earlier. 
 
If the fabric is in excess then it must be checked, what additional percentage of quantity can 
be cut. Then it should be informed to the buyer through merchandisers. 
 
Table 4.23 – Quantity calculation before cut 

Style. Order qty 
Dzs. 

Fabric received  Production 
Marker cons 

m/Dz 

Can cut 
Dz. Excess % 

0311 500 2434.5 m 4.51 539.8 + 07 % 

3257 417 1291.0 m 2.50 516.4 + 23 % 

4510 342 2437.8 m 6.65 366.5 + 07 % 

2135 292 1275.0 m 4.12 309.4 + 06 % 

2141 208 1029.3 m 4.33 237.7 + 14 % 

2060 562 1861.4 m 2.76 674.4 + 20 % 
 
Normally shipments can be done up to a certain extra percentage (eg:  +5 %), but more than 
that must be negotiated. Some examples for negotiating are, 
 

• All garments can be sold at the same price negotiated. 
• Can be negotiated with a discounted price for the extra, or reduced price to all. 
• Can be sold the extra garments to some other buyer / stock lot. 
• The balance fabric could be returned to the supplier, or can be sold to some other 

manufacturer, or possible to negotiate with supplier on the fabric price for the excess 
receipts. 

 
However balance fabric at stores is a cost – which must be avoided. 
 
It is better to consider the additional profit that can be gained, when at the price negotiating. 
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       Garments X unit price of fabric 
  Value $     
       Additional profit 
        Fabric cost 
 
 
      Excess qty 
 
        Number of garments cut 
     Order qty 
  Graph 4.13 – Additional profit 
 
Example 1 
Style number  0311 
Order quantity  6000 singles. 
Cost marker rate  4.77 m/Dz. 
Fabric price   US $ 2.10 /m 
Fabric cost / gmt  US $ 0.83475 
Required fabric  2,385 m. 
Fabric received  2,434.5 m 
Fabric value   US $ 5,112.45 
Production marker rate 4.51 m/Dz 
Can cut garments  6,477 singles +7% extra 
Forecast production 6,347 singles (allowing –2% for sewing damages) 
 
If it is possible to ship the forecasted production (6,347 singles) at the rate of initial cost, the 
fabric representation gains  US $ 0.83475 X 6,347. 
The total earnings by fabric is   US $ 5,298.15 
Extra amount     US $ 185.70. 
 
Or 
It is possible to ship, 

First 6,000 at the fabric representation cost of  US $0.83475 
  US $ 5008.50 

 The balance (347 singles) at a discounted rate (75% - US $ 0.626) 
         US $ 217.22 
 Total gain       US $ 5225.72 
 Extra gain       US $ 113.27 
 
It is also possible to sell all garments (6,347 singles) at a discounted price. 
Then the fabric representation cost can be between 

US$ 5,112.45/6347 & US$ 0.84 
      = US $ 0.81 – 0.84. 
 
Only the fabric value is considered to get the above gained profit, and this can be changed 
according to the other trims and the Cut + Make + Pack cost involved in a garment. Table 
4.24 shows how many could be saved and the profits could be increased. 
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Table 4.24 – Savings and Additional profits. 
Style no. 3257 4510 2135 2141 2060 
Order qty 

singles 5004 4104 3504 2496 6744 

Initial marker 
rate m/Dz. 3.05 7.10 4.31 4.91 3.30 

Fabric price 
US$/m 1.95 2.45 2.05 1.95 2.55 

Fabric cost 
US$/Dozen 5.9475 17.395 8.8355 9.5745 8.415 

Required 
fabric m 1271.9 2428.2 1258.6 1021.3 1854.6 

Received 
fabric m 1291.0 2437.8 1275.0 1029.3 1861.4 

Fabric value 
US$ 2517.45 5972.61 2613.75 2007.14 4746.57 

Prod marker 
rate m/Dz. 2.50 6.65 4.12 4.33 2.76 

No of 
garments can 

cut 
6196 4399 3713 2852 8093 

Excess % +23 +07 +05 +14 +20 
Planned to 

Shipp 
quantity 

6010 4311 3638 2766 7770 

If the whole quantity can shipped at the rate of cost prepared 
Value gain 
by fabric 

US$ 
2978.70 6249.15 2678.62 2206.92 5448.71 

Profit on 
fabric US$ 461.25 276.54 64.87 199.78 702.14 

Such gained excess by the extra cut (other than the fabric cost) is a bonus for apparel 
producers. 
This bonus amount can be kept as it is or can be reduced it, depending on the advantages that 
can be gained. 
 
Possible advantages 

• Buyer’s satisfaction. 
• Better Customer – Buyer relationship. 
• Profit at manufacturer’s end. 
• Profit at Buyers end.  
• Competitive advantages. 

 
By considering the above, the cutting management can take a decision to cut all fabric 
or part. The lay plan can be prepared accordingly. 
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4.22 What is the best ratio marker? 
 
There are several ways and ratio combinations to prepare markers. Only one or more of those 
would give a high marker efficiency and high fabric utilization. 
 

Example 1 - Style 0974 
- Normal T-shirt of children wear 
- Single Jersey – quality Aberdeen – supplier Ocean Lanka. 
- Plan to lay and cut by an automatic spreading machine and an automatic 

cutting machine. 
- Maximum number of sizes can be put in to a marker is 20. 
- Maximum ply height is 100 plies. 
- Shipment requirement 1st – 1500, 2nd –1500, 3rd – 3000. 

Only two types of marker combinations are considered for this example, but there are more 
combinations may or may not be better than these.   
 
Table 4.25 – Comparison of set of ratio marker A and B for style 0974. 

 
 
 
 
 
 

Size 4 5 6 7 8 9 10 11 12 13 Total 
Quantity 180 240 420 660 900 1020 1260 900 240 180 6000 
Ratio % 3 4 7 11 15 17 21 15 4 3 100 

 

Ratio Marker combination A       

A1 x100 1 2 4 5 - - - 5 2 1 20 

A2 x100 - - - 1 5 5 5 4 - - 20 

A3 x100 - - - - 4 5 7 - - - 16 

A4 x20 4 2 1 3 - 1 3 - 2 4 20 

Must use 4 markers, first 3 (A1, A2 and A3) with 100 plies and the 4th marker with 20 plies. 

 

Ratio Marker combination B       

B1x60x3 1 - 1 1 5 3 3 5 - 1 20 

B2x60x4 - 1 1 2 - 2 3 - 1 - 10 
Must use 3 times of B1 marker and 4 times of B2 markers. This can be reduced by 
considering the maximum number of plies that can be laid. Thereby that needs to use only 
B1 x 2 with 90 plies and B2 x 3 with 80 plies. 
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Comparison 
      Marker A  Marker B 
Number of marker types   4   2 
Number of lays     4   7 
Spread length (with end allowance)  A1 = 7.02 m  B1 = 7.08 m 
      A2 = 7.05 m  B2 = 3.48 m 
      A3 = 5.64 m 
      A4 = 7.05 m 
 
Total length to be laid    26.76 m  24.60 m 
Total plies to be laid    320 plies  420 plies 
 
Total Fabric to be laid    2112.0 m  2109.6 m 
Fabric cost US$ 1.96 / m   $ 4,139.52  $ 4,134.82 
 
Total marker making time 9 minutes per marker (professional) 
      0.6 Hours  0.3 hours 
Cost of marker making   Rs. 0.6x  Rs. 0.3x 
(Where Rs. x is the cost of marker making for an hour)  
 
Total spread time Hr. (professional)  3.05 hr.  3.41 hr. 
Spread cost     Rs. 3.05y  Rs. 3.41y 
(Where Rs. y is the cost of spreading for an hour) 
 
Number of sizes cut    76   70 
Cutting time     1.05 hr.  0.97 hr. 
Cutting cost     Rs. 1.05z  Rs, 0.97z 
(Where Rs. z is the cost of cutting for an hour) 
 
Considered only direct materials and direct costs. 
 
Total considered direct cost so far 
 
For Marker A = US$ 4,139.52 + Rs. (0.6x + 3.05y + 1.05z) 
 
For Marker B = US$ 4,134.82 + Rs. (0.3x + 3.41y + 0.97z) 
 
All costs are low in marker B other than the spread cost. By comparing with the other labour 
costs, layers do not get higher wages in Sri Lanka than the other professions in garment 
sector. 
 
Advantages of Marker B than Marker A  

• Lesser number of markers has to be drawn. 
• Total spread length is less. 
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• Lesser amount of fabric required. 
• Lesser number of size sets has to be cut. 
• Lesser number of bundles to store, number or any type of other handling. 
• Less cut stock can be maintained. 
 
If the ratio percentage has to maintain for each and every partial shipments, then the 
cutting process also must be followed the ratio. To fulfill the ratio of the 1st shipment, it is 
necessary to cut 1,500 singles with the required ratio breakdown. 
Therefore A1 and A2 must be cut in combination A, then the cut quantity will be 4000 
singles and B1 and B2 must be cut in combination B, then the cut quantity would be 
2,600. Therefore the balance cut quantity will be after the 1st shipment 2,500 in 
combination A and 1,100 in combination B. 
Same as, to fulfill the 2nd shipment it is necessary to cut only B1 and two times of B2, 
then total cut quantity will be 3,400 singles, then the stock balance will be 400 singles 
only. In marker A, it is necessary to cut A1, A2 and A3 also to full fill the ratio, then the 
cut quantity will be 5,100 singles, so the balance cut at the end of 2nd shipment is 2100 
singles in combination A.  

 
Disadvantages  

• Higher number of layers to lay. 
• Higher number of plies to lay. 
• Remnants cannot be used successfully as in A. 

 
 
Example 2 - Style 2254 

- Normal T-shirt of children wear 
- Single Jersey – Jenny – supplier Ocean Lanka. 
- Plan to lay and cut by an automatic spread machine and an automatic cutting 

machine. 
- Maximum number of sizes can be put in to a marker is 20. 
- Maximum ply height is 80 plies. 
- Shipment requirement 1st – 1200, 2nd –2400, 3rd – 3000. 
- Total order quantity 6600 singles. 
- However the fabric was available to cut +5% extra and buyer had agreed to 

buy this in the original ratio, in each delivery. Possible shipped quantity is 
6,930 singles. 

- +2% allowed to sewing damages, so cut quantity calculated as 7,100 singles. 
- Here the marker is considered only for the main fabric. 

The author wishes to compare only selected two types of marker sets, though there are many 
other different marker types. 
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Table 4.26 – Comparison of set of ratio marker A and B for style 2254. 

 
 
 
 
 
 

Size 4 5 6 7 8 9 10 11 12 13 Total 
Quantity 139 347 416 832 1109 1109 1386 1178 208 208 6930 
Ratio % 2 5 6 12 16 16 20 17 3 3 100 

            

Ratio Marker combination A        

A1x80x1 1 4 5 - - - - 6 2 2 20 

A2x80x2 - - - 4 4 4 4 4 - - 20 

A3x80x1 - - - 2 5 5 8 - - - 20 

A4x30x1 2 1 1 1 2 3 4 2 2 2 20 

            
Must use 4 markers, and need to cut five times, as 
A1 x80 plies,  
A2 x80 plies,  
A2 x80 plies,  
A3 x80 plies and  
A4 x30 plies. 
            

Ratio Marker combination B        

B1x71x2 1 2 3 - - - 6 6 1 1 20 

B2x71x3 - - - 4 5 5 2 1 - - 17 

B3x71x1 - 1 - - 1 1 2 2 1 1 9 

            
Must use 3 markers only, and need to cut 6 times, as 
B1 x71 plies, 
B1 x71 plies, 
B2 x71 plies, 
B2 x71 plies, 
B2 x71 plies and 
B3 x71 plies 
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Comparison 
      Marker A  Marker B 
Number of marker types   4   3 
Number of layers     5   6 
Spread length (with end allowance) A1 = 6.12 m  B1 = 6.18 m 
      A2 = 6.25 m  B2 = 5.28 m 
      A3 = 6.34 m  B3 = 2.63 m 
      A4 = 6.05 m 
Total length to be laid    31.01m  30.83m 
Total plies to be laid    350 plies  426 plies 
 
Total Fabric to be laid    2178.3 m  2188.93 m 
Fabric cost US$ 2.15 / m   $ 4,683.35  $ 4,706.20 
Qty can be cut singles    7000 pcs  7100 pcs 
 
Total marker making time 9 minutes per marker (professional) 
      0.6 Hours  0.45 hours 
Cost of marker making   Rs. 0.6x  Rs. 0.45x 
(Where Rs. x is the cost of marker making for an hour) 
 
Total spread time Hr.(professional)  3.33 hr.  3.66 hr. 
Spread cost      Rs. 3.33y  Rs. 3.66y 
(Where Rs. y is the cost of spreading for an hour) 
 
Number of sizes cut    100   100 
Cutting time     1.45 hr.  1.45 hr. 
Cutting cost     Rs. 1.45z  Rs, 1.45z 
(Where Rs. z is the cost of cutting for an hour) 
 
Considered only direct materials and direct costs. 
 
Total considered direct cost so far 
 
For Marker A = US$ 4,683.35 + Rs. (0.60x + 3.33y + 1.45z) 
 
For Marker B = US$ 4,706.20 + Rs. (0.45x + 3.66y + 1.45z) 
 
All costs are low in marker A other than the marker making cost. By comparing with other 
labour costs, Marker makers are getting higher wages. 
 
Advantages of Marker A than Marker B 

• Lesser amount of fabric required. 
• Lesser number of layers. 
• Lesser number of plies to lay. 
• Remnants can be used successfully. 
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Disadvantages 
• Number of markers is higher. 
• Total spread length is higher 
• Lesser number of cuts than B 

 
Example 3 - Style 8013 

- Dungaree of children wear 
- Denim – supplier Aravind mills. 
- Plan to lay and cut by an automatic spreading machine and an automatic 

cutting machine. 
- Maximum number of sizes can be put in to a marker is 12. 
- Maximum ply height is 60 plies. 
- Shipment requirement 1st – 2000, 2nd –2000, 3rd – 2000. 
- Total order quantity 6000 singles. 
- However the fabric was available to cut +5% extra and buyer had agreed to 

buy this in the original ratio, in each delivery. Possible shipped quantity is 
6,300 singles. 

- +4% allowed to sewing and washing damages, so cut quantity calculated as 
6,550 singles. 

- Here the marker is considered only for main fabric. 
The author wishes to compare only selected two types of marker sets, though there are many 
other different marker types. 
 
Table 4.27 – Comparison of set of ratio marker A and B for style 8013. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
This says that, to achieve the target combination A must be laid five times from marker A1, 
three times from A2, once from A3 and A4, and the combination B must be laid five times 

Size 3/6 6/9 9/12 12/18 18/24 24/36 36/48 48/60 Total 
Quantity 315 504 1134 1260 1386 945 441 315 6300 
Ratio % 5 8 18 20 22 15 7 5 100 

Ratio Marker combination A      

A1x60x5 1 1 3 1 1 3 1 1 12 

A2x60x3 - 1 1 5 5 - - - 12 

A3x60x1 - - 1 1 3 1 2 - 8 

A4x15x1 1 2 - - - - 2 1 6 

Ratio Marker combination B      

B1x63x5 1 1 2 2 2 2 1 1 12 

B2x63x3 - 1 2 3 4 1 - - 11 

B3x63x2 - - 1 1 - 1 1 - 4 
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from B1, three times from B2 and two times from B3. It is not so affected if that has laid 3 
plies extra. 
 
Comparison 
      Marker A  Marker B 
Number of marker types   4   3 
Number of layers     10   10 
Spread length (with end allowance)  A1 = 8.92 m  B1 = 8.94 m 
      A2 = 8.95 m  B2 = 8.18 m 
      A3 = 5.94 m  B3 = 3.03 m 
      A4 = 4.50 m 
Total length to be laid    81.89m  75.30m 
Total plies to be laid    555 plies  630 plies 
Total Fabric to be laid    4710.9 m  4743.9 m 
Fabric cost US$ 2.55 / m   $ 12,012.80  $ 12,096.95 
Qty can be cut     6330 pcs  6363 pcs 
total marker making time is 9 minutes per marker (professional) 
      0.6 Hours  0.45 hours 
Cost of marker making   Rs. 0.6x  Rs. 0.45x 
(Where Rs. x is the cost of marker making for an hour) 
Total spread time Hr.(professional)  6.68 hr.  6.85 hr. 
Spread cost     Rs. 6.68y  Rs. 6.85y 
(Where Rs. y is the cost of spreading for an hour) 
Number of sizes cut    110   101 
Cutting time     1.75 hr.  1.60 hr. 
Cutting cost     Rs. 1.75z  Rs, 1.60z 
(Where Rs. z is the cost of cutting for an hour) 
Considered only direct materials and direct costs. 
 
Total considered direct cost so far 
For Marker A = US$ 12,012.80 + Rs. (0.60x + 6.68y + 1.75z) 
For Marker B = US$ 12,096.95 + Rs. (0.45x + 6.85y + 1.60z) 
 
Advantages of Marker A than Marker B 

• Lesser amount of fabric is required. 
• Lesser number of plies to lay. 
• Remnants can be used successfully. 

 
Disadvantages  

• Number of markers is higher. 
• Total length to be laid is higher. 
• Lesser number of cut quantity than B 

 
 
From the above three examples that can say, that a lesser number of marker sets always 
give better results. There may be several marker sets can be drawn for any order. But 
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the best marker selection is a huge task. Normally the cutting room authority looks to 
achieve less number of marker sets, less lay lengths, high amount of cut panels, less 
number of fabric plies and less remnant pieces. But most of these factors are affected by  
some other conditions which related to the order, such as shipments with ratio break 
down, time availability etc. 
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4.23 How to select the fabric for marker making and cutting operations? 
 
The fabric must be selected from stores, according to the lay plan for spreading. Better to use 
fabrics with same characteristics for one layer (set of plies). Then all cuts’ behavior will be 
same. 
 
The classification must be done as in the figure 4.16. 
 
Received fabrics to stores 
 
 
Fabrics from supplier “A”   fabrics from supplier “B” 
 
 
Batch X  Batch Y Batch Z 
 
 
Shade-A Shade-B Shade-C 
 
 
Width w1 Width w2 Width w3 
 
 
Shrinkage x% shrinkage y% 
 
Lay 1 (cut number. 1) 
 
Figure 4.16 – Fabric classification. 
 
There may not have enough fabric from same shrinkage percentage, same width, same shade 
and same batch. 
If the shrinkage percentage difference is too high, separate spreading is advisable. 
If there is a width variation, then can select fabric rolls up to 2cm tolerance for one layer and 
the marker can be drawn to the smallest width. 
 
An Example; 
If the available widths are, 141cm, 142cm, 144cm, 145cm, 146cm, then can prepare markers 
only for the widths of 141cm, 144cm rather than preparing markers for each separate width. 
However, preparing separate markers for each width need to be done if those widths contain 
sufficient quantity to lay. 
Further to the above example, if the fabric received as follows, 
 188 m from  141 cm width 
  75 m from  142 cm width 
 154 m from  144 cm width 
  80 m from  145 cm width 
 171 m from  146 cm width 
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The markers can be drawn for 141 cm, 144 cm and 146 cm widths. 
However, if the marker length were less than 2.0 m then drawing separate markers for each 
width would gain advantages. 
 
The width segregation must be done by considering the marker length, fabric amount, fabric 
cost etc. Also this decision must be taken by comparing the following costs against the fabric 
saving which could be gained by using one marker for two or three widths as stated above. 

• Cost of re-drawing a separate marker. 
• Cost of spread for separate markers width wise. 
• Cost of cutting separate markers. 
• Cost of bundling separate layers. 

 
 

Marker drawing cost 
 $ cost 

Spreading cost 
Cutting cost 

     Bundling cost 
 
 
       Number of markers 

Graph 4.14 – Cost vs. Number of markers. 
 
When considering the above facts, laying a separate lay for each separate width is profitable 
for high valued fabrics. 
 
If there is a shade variation among the rolls or among the batches then the plies must be 
separated by a paper (interleaving or tissue) or a different type  / colour of fabric. 
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4.24 How to achieve higher fabric utilization through spreading? 
 
Spreading can be done manually or by automatic machine. There are many advantages when 
spreading by an automatic machine. One of the main advantages is that the end allowance can 
be reduced. 
 
Advantages of an automatic spreader 

• Quick and easy – time saving. 
• Accuracy is higher. 
• No need to count number of plies for a lay. 
• Just 2cm end allowance is enough for woven fabric and 3cm end allowance for 

knitted fabric. 
• One person is enough to lay woven fabric. 
• Very easy to lay face to face. (optional). 

 
Disadvantages of an automatic spreader 

• Need to check the machine error for each layer (set of plies). 
• Need to check the lay length by manually. 
• Spreading stripes or check fabric is difficult. 
• Spreading bow or skew fabric is a problem. 
• To service the machine need professionals. 

 
When spreading, it would mostly have some balance length of fabric at the end. These are 
(remnants) smaller than the length of the lay. These small pieces must use anyhow to get 
higher fabric utilization.  
By using the remnants,  can replace damaged panels 

can lay small lay lengths  
can use for contrast or appliqué parts, etc. 

 
4.24.1  Replacing of damaged panels 
The remnants also can be used to replace the damaged panels. When doing panel inspection 
there may have lot of defected panels that have to be replaced. Replace can be done 
considering the shade and the way of the fabric. To identify the shades, a label of the roll or 
the lot number must be attached to remnants. 
 
4.24.2  Joints 
Joints can be used to avoid the remnants. However some are reluctant to use joints as fabrics 
almost have colour shadings. If there is no colour shading at all, then it is possible to use 
joints with any type of marker. If a fabric has colour shading effect, then it is possible to use 
joints with sectional markers or interlocking markers. 
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For a normal marker if there is no colour shading 
 
 
 
 
 
 
 
 
     Splice marks 

Figure 4.17 – Joints in a normal marker. 
 
For a sectional marker 
 
 
 
 
 
    Size A   Size B 

Figure 4.18 – Joints in a sectional marker. 
 
For an interlock marker 
 
 
 
 
 
 
   Size A    Size B 
 
        Splice marks 

Figure 4.19 – Joints in an interlock marker. 
 
When marking splices, it is necessary to take precautions because it should not create 
additional panels. However sometimes that can be occurred. To avoid this it is possible to 
introduce a separation paper or some different type of fabric piece. In this method the fabric 
balance will be zero at the end. 
 
4.24.3  Short length layers 
The remnant pieces can be used for small layers, which are smaller than the remnant piece. 
Even if the fabric has shade variation among the rolls, that can lay for single markers or for 
any other short markers,  
 
Sometimes there is no chance to use some small remnants, because the remnants are not long 
enough. For an example; Gents Trousers – single marker length may around 1m, and 
Dressing Gown – single marker length may around 1.5m. 
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These problems must be identified at the early stages at least a ply before the last ply, so the 
remnant can be used more productively. 
 
Example 1 
Marker length      6.03 m 
Lay length of a woven fabric   6.05 m 
Stated fabric length in a particular roll 55.5 m 
Plies can be laid    9 plies 
Balance would be (remnant)   1.05 m 
The smallest single marker lay length  1.18 m 
If that have laid only 8 plies then the remnant would be   = 7.10 m 
Then can lay 6 plies from this remnant piece for single marker. = 1.18 X 6 = 7.08 m 
 
Or Let’s consider another lay length. 
Lay length of a 3 garments marker  4.38 m 
The remnant piece after spreading 7 plies = 55.5 – 6.05 X 7  = 13.15 m. 
Then can lay 3 plies from this remnant for the 3 garments marker. 
 
At the beginning, the cutting room management can predict the length of the remnant as 
shown below. 
Length of the remnant = MOD (length of the roll / lay length). 
 
Example 2 
Style 0424.  Order qty 1200 pieces. 
Lay lengths to be laid 

1. 6.33 m 148 cm width 16 sets. 
2. 4.81 m 148 cm width 12 sets. 
3. 3.05 m 148 cm width 9 sets. 

 
The single lay lengths, 

1. 0.41 m 148cm width. 
2. 0.43 m 148cm width. 
3. 0.47 m 148cm width. 

 
Table 4.28 – List of all 148cm width fabric received for style number 0424. 

Roll No. Roll 
length 

Number of plies planned to lay from 
6.33m 4.81m 3.05m 0.41m 0.43m 0.47m 

100029 44.5 6  2 1   
100032 38.9 6    2  
100033 37.8 5 1   3  
100035 41.2  7 2   3 
100039 40.0  8    3 
100040 42.3 6  1 3   
100041 44.1 6 1   3  
100049 45.0  9  4   
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100052 44.3 6 1    3 
100053 37.8 1  10   2 
100054 36.9   11 8   
100055 39.0  8    1 

        
Total 491.8m 36 35 26 16 8 12 
Total garments 576 420 234 16 8 12 

        
Here it can cut 1266 pieces only 
 
Disadvantages  

• Need to calculate the amount of fabric earlier. 
• Additional spread time. 
• Small layers to cut. 
• Additional cutting time. 
• Additional bundling time. 
• Pre- calculation would be incorrect, if fabric shortage or defects found. 

 
Advantages  

• It is possible to use all fabrics- maximum utilization. 
• It is possible to cut higher number of pieces. 

 
4.24.4  Reducing end allowances 
Theoretically, 4cm must be added for end allowance. However using automatic spreader or 
end cutters can reduce this up to 2cm by according to the fabric type. 
The best way is to reduce up to 2cm for woven types and 3cm for knitted types. 
 
Example 3 
A same marker is laid manually and by automatic machine, gave following results. 
 
Table 4.29 – The results of spreading Manual vs. Auto. 
 

Manual  Auto 
 

Fabric    Denim   Denim 
Marker length  4.11 m   4.11 m 
Lay length  4.15 m   4.13 m 
No of plies  77 Nos.  77 Nos. 
Fabric used  319.55 m  318.01 m 
 
 
Savings by reducing end allowance  1.54 m. 
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4.24.5  Stripes and Check spreading 
Normally customers request to match the lines in stripe fabrics and check fabrics as follows, 

• Side seam must be matched. 
• Front panels must be matched. 
• Sleeves must be balanced. 
• Pocket must be matched. 
• Bottom hem must be parallel with lines. 
• Yoke must be balanced and matched. 

 
Normally layers used to use pins to lay stripes and check fabrics, to get the lines aligned. 
Generally, the pinning is done in equal lengths.  
However it is rather productive if the marker can be seen first, and decide the pining positions 
at the places where matching is difficult and required. 
 
     Pin positions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 4.20 – Pinning positions. 
 
Also can lay pairs (two by two) face to face. 
 
4.24.6  Spreading two by two  
When spreading stripe or check fabric, can lay them by pairs (two by two).  Here, every two 
plies are aligned with each other’s check or stripe design. The main advantage can be taken 
by this method is that can cut some parts (which have pairs) with a same picture (stripe or 
check) from adjacent two plies. That is, right sleeve can be taken from the first ply while the 
left sleeve from the second ply for one garment. Likewise the left sleeve from the first ply 
and the right sleeve from the second can be stitched together for another garment. This can be 
done only for non-shaded fabric among rolls. 
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4.24.7  Spreading face to face 
In face to -face method, can lay the style only if the left and right panels have their mirror 
images.  
For example: pair of sleeves, pair of front panels (left and right), pair of leg panels, pair of 
pockets, etc. 
By this method can be over come the inequality shape of left and right panels as well. 
 
4.24.8  Skew ness and bow and possible solutions 
The major problem in a cutting room is fabric defect. If a hole or a slub or a foreign yarn is 
found in a fabric, then it can be replaced. However if the fabric is having bowing or skew 
ness, this would be a big problem. The best way can do is to reject the fabric and get a new 
consignment in time. However fabric would not be in housed at the required time and the 
new consignment also may reflect the same defect. 
 
If the fabric is slightly skew, then can turn the panels as per the skewness, as shown in the 
figure 4.21. 
 
 
 
 
 
 
 
 
 
 
 

Figure 4.21 – A pattern placing method for skew fabric. 
 
The pin placement and also the cut edge must be turned slightly, so the marker takes the 
shape of trapezium and must be drawn accordingly. 
 
   Pin placements 
 
 
 
 
 
 
 
 
 
 
 

Figure 4.22 – Pinning position of a skew layer. 
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This system is not suitable for skew check fabric, because skew ness makes a deviation from 
the right angle between width vise and length vise lines. For an example a normal shirt’s 
placket and the bottom hem should be perpendicular, and the placket must be parallel to the 
warp lines and the bottom hem must be parallel to the weft lines. If a shirt panel is cut from 
the skew check fabric it looks as shown in figure 4.23. 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 4.23 – Shirt panels cut by a skewed check fabric. 
 
Due to this effect the skew check fabric cannot be used for some garments, such as shirts, 
blouses, etc. However this skewness may not be a problem for some apparel especially if the 
check is small. 
 
Bow is the other problem that can be overcome some times and some times not. Following 
figure 4.24 shows some example shapes. 
 
 
 
 
 
 
 
 
 
 

Figure 4.24 – Bowing effect. 
 
The “X” marked panels cannot be used, as they are in incorrect placements with the fabric 
design, while the others are OK for stitching. However, the problem is this bowing pattern 
does not same throughout the fabric roll. This type of fabrics can be used only for the styles 
that do not require matching lines, for hidden panels, for cut one ply by one, for appliqués, 
and for damaged panel replacement, etc. 

X 

X 

X 

X  
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4.25 The main cutting errors and how to over come them? 
 
There are several ways of cutting, between manual and automatic. 
Machines used in manual cutting are straight knife machine, band knife machine, circular 
knife machine, bias cutting / slitting machine, die cutting machine, end cutting machine, and 
also pair of scissors. 
In automatic methods, machines with computerized systems such as Gerber, Lectra etc and 
also laser-cutting machine are used. 
 
Cutting errors and methods to overcome: 

• Non-symmetric cutting. The following is an example, which has different shoulders 
widths. 

 
To overcome this problem, it needs to cut from both ends towards to center. 
 

 
 
 
 
 
 
    Figure 4.25 – A mirror cutting. 
 

• Cut is not a fine cut. This is may be due to non-sharpness of the cutting blade or 
quality of the fabric or inexperience of the cutter. 

 
To overcome this problem, a band knife must be used to do final cutting. Especially, some 
small parts and curved parts must be cut by a band knife machine. If the cutting knife blade is 
not sharp enough, it should be sharpen. 

 
• Out of shape panels – This can happen due to high ply height and or vacuum out of 

control in automatic machine. 
 
To over come this, the ply height can be reduced or it is possible to use the band knife for 
cutting. It is also possible to use the pair method as indicated earlier, to avoid inequality of 
sizes of left and right panels. 
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4.26 The methods that can be used to store the cut panels securely before 
stitching 
 
4.26.1  Bundling & Storing 
After cutting, all parts which belong to the same size must be bundled and packed together in 
bags or containers and must be stored in a place which can be find easily. When storing, the 
rack number and the quantity must be noted in a separated book or a paper. 
 
4.26.2  Numbering 
There is a general procedure to number all parts of a garment in terms of identifying the size, 
avoiding shade mixing, and as a counting method. However some parts are not necessary to 
be numbered and numbering the top panel and the bottom panel is enough to identify the size. 
Examples for such are contrast parts, lining, under parts, etc. 
Here, care must be taken to avoid the sticker mark on a panel. To avoid this the sticker must 
be placed on the reverse side or at a corner that cuts off at stitching or must be used the 
appropriate (low level of adhesive) sticker. Also the numbering placement must be identified, 
as it should not be a barrier for stitching. 
 
 
 
 

Stickers can be paste 
 
 
 
 
 
      Stickers should not paste 
 
 
    Figure 4.26 – Numbering sticker placement. 
 
 
4.26.3  Panel Inspection 
In general, can depend on the fabric inspection report and it is not necessary to do panel 
inspection for all styles, even a sample quantity. 
However, it is possible to carryout a panel inspection at the first cut, and has to take a 
decision whether to carryout 100% panel inspection or 100% inspection in garment form and 
select the best method. The damage panel replacement can be done at the time of panel 
inspection. 
 
4.26.4  Fusing 
Fusing is also a part of the cutting room process. Fusing is carried out by means of getting 
stabilize, reinforce, create shape, add body, and for safety. Fusing is done by using a fusible 
interlining attaching a garment panel by reaching a temperature (around 1400 – 1800 C), 
pressure (around 4 – 5 N) and the time (around 12 seconds) specified by the interlining 
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supplier. Fusing should be carried out by avoiding the marks of the numbering sticker on the 
panel. This could be done by removing and re-pasting the stickers on the interlining, or 
keeping away the sticker from the above heat, and pressure. There are some special 
conditions apply on the fuse line, which depend on the buyer. 
For an example the bond strength should be 13 – 14 N. 
 
4.26.5  Issuing 
Issuing for stitching is the last operation in the cutting room, which should be controlled 
according to the line target, shipment schedule, and ratio requirement. 
For an example, if a production line’s target is 650 pieces per 8 hours day and the week-end 
shipment is 3600 pieces for first week and another 3600pcs for 2nd week, the ratio break 
down might be S-600, M- 1200, L-1200, XL-600, then the cuts can be prepared to issue as 
follows. 
Always it is normal to issue +5% extra for stitching.  
 
Table 4.30 – A method of cut issues. 
  Small  Medium Large  X large 
Monday 630   20  -  - 
Tuesday -  650  -  - 
Wednesday -  590   60  - 
Thursday -  -  650  - 
Friday  -  -  550  100 
Saturday -  -    650 
 
Monday -  -  140  510 
Tuesday -  -  650  - 
Wednesday -  180  470  - 
Thursday -  650  -  - 
Friday  220  430  -  - 
Saturday 410  -  -  - 
 
 
If the production line is planned to work extra hours, then the issues also must be prepared 
accordingly. 
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4.27 Method to utilize the existing resources by over coming the day-to-
day problems 
 
4.27.1  Man 
The main resource persons in the Cutting room are Pattern makers, Marker makers, Layers, 
Cutters, Bundlers, Panel checkers, Fusing operators and other administrational staff etc. 
 
Mainly Pattern makers, Marker makers, Layers and Cutters are professionals are paid high 
wages in Sri Lanka and are very valuable and important to the cutting room operations. 
 
When preparing the day-today cutting plan with the support of the work-study the cutting 
room management must have an idea to avoid the idling time of the above professionals. 
 
Every layer must be trained to lay manually and also to use the automatic spreading machine. 
Each Cutter must also be trained to cut manually and to use the automatic machines. 
Developing multi skilled operatives will be an advantage and only the Sri Lankan garment 
factory cutting rooms can do this perfectly. This may help to cover absenteeism and turn 
over, and also balance the operations in the cutting room at a time where there’s not having 
enough capacity to work and to none violate the compliance rules, such as maximum 
overtime up to 2 hours, rules on night shift, etc. 
For an example, if there is a high requirement to cut piping by a slitting machine, and the 
piping Cutter can work only up to another 2 hours other than the normal day -time, then can 
allocate a straight knife Cutter as a piping cutter for the additional work requirement. 
 
All human resources should have a daily target to achieve and entitled to a reward scheme on 
their achievements. There are also some motivational methods, opportunities to develop their 
skills, and the knowledge on their career path development. 
 
Even the human resource is highly valuable; it is not an easy task to control them. A well –
experienced and a thorough knowledge must be needed to control their behaviors. 
 
4.27.2  Machinery 
When comparing other departments in the garment sector in Sri Lanka the most valuable and 
computerized machineries are lying in the cutting room. Among these, CAD / CAM 
machineries, automatic cutter, automatic spreader, Band knife, Slitting machine, Fusing 
machines, pattern and marker preparation computers, etc. are in first place. 
To avoid any machine break -downs those must be maintained regularly. All these machines 
must be aligned with all safety criteria to avoid any violation of compliance. 
 
4.27.3  Material 
The most valuable material used in the garment sector is fabric, and it develops and makes a 
value addition in the cutting room with the help of other resources. 
 
Interlining, marker papers, kraft papers, polythene, numbering stickers, stationeries, etc are 
some other material mostly used in cutting room. 
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4.27.4  Methods 
The methods used in the cutting room are different from style to-style, fabric to- fabric, and 
machine to -machine, etc. 
The Gerber system, Lectra system are some of the common systems that used in the cutting 
room for pattern making, marker making, spreading, cutting, etc. 
 
4.27.5  Minutes 
This is a very important factor that cannot be evaluated in any mean. 
Only the cutting people can make the lead -time of the garment producing process shorten 
and effective. 
For an example:  to cut a huge quantity in advance or at the right quantity, right size, in right 
time. 
The cutting room management can cut and issue a late delivery of fabric to the production 
with in a day, but the production people cannot sew the total order in that speed, it takes the 
standard minute. 
 
Therefore the cutting room management has a great opportunity to mix, control and get 
the maximum utilization of all available resources. 
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4.28 The avoidable wastages 
 
The waste is a potential resource. As a unit the cutting room has greater effect on excessive 
manufacturing costs than any other department concerned with the actual production of 
garments. 
  
Wastes can be classified as 
 
4.28.1  Waste by over production 
If the cutting room cut more than the quantity requirement with an allowance for sewing 
damage, it would be a great loss. The effort and resources used to lay, cut, bundle, number, 
fuse and may print or embellishment are all in -vain. If the excess quantity were stitched, then 
the garment would be wasted. If the excess quantity were not cut, the fabric would be wasted. 

 
Example 1 
 Order quantity    12,000 pcs. 
 Negotiated quantity can be shipped 12,600 pcs. 
 Quantity cut with available fabric 13,000 pcs. 
 Quantity damaged at stitching 85 pcs 
 Wastage by over production  315 pcs. 
 

Even that has achieved higher fabric utilization at cutting; the total result is not in expected 
level. 
 
4.28.2  Waste by waiting time 
If the cutting room management has to delay the work due to the fabric receipts, pattern 
receipts, lab report receipts or until machine repairs, then the whole process would be 
delayed. This may leads to an airfreight shipments or cancellation of shipment. The effort and 
resources would be useless. This delay may also affect to the others as well. At this point it’s 
useless to talk on high fabric utilization 
 
4.28.3  Waste in transportation 
If fabrics or cuts get damaged while transportation from stores to cutting room or cutting 
room to sewing room, then fabrics or cuts along with the value addition would be a waste. 
Even here, the maximized fabric utilization is useless. 
 
4.28.4  Waste of excess inventories 
Keeping a stock of excess fabric or excess cuts would be a loss. It blocks the others and is 
being destroyed. 
 
4.28.5  Waste in manufacturing process 
The end allowances and remnants, which are fabric damages, are wastes. Also damages 
occurred at stitching stages and packing stages are also wastes. Not only these, but also high 
consumption of electricity, machineries, etc. are wastes too. Therefore the final rupee term 
advantage is not gained. 
 



 125 

4.28.6  Unnecessary human movements 
Idling time of workers, using more workers than the required amount, using incorrect 
methods and doing non-assigned works are also wastages. 

 
Examples 2 
Cutting two parallel lines instead of a common line 
If it is possible to cut 100 plies, but the cut layers are 60 and 40 for a same marker, 
then cutting of the same marker in two times is a waste. 
Some times the cutting room management has to do sudden changes in the operational 
plan, in such cases the steps taken for the pre-planned process are all wastes. 

 
4.28.7  Waste of defective units 
Panels with fabric faults, panels with incorrect cutting, incorrect markers, incorrect bundling, 
incorrect fusing, and incorrect numbering are defective units. Panels with incorrect 
numbering and bundling do mislead the sewing operations too.  
 
4.28.8  Eliminate fabric waste 
Following steps can be used to reduce the wastages on fabric. 
 

• Purchasing only the required length and width of fabric, where the width and the 
length can be accurately determined at the early stages of the order, and especially 
need to consider the required width (economical width) as it is determined according 
to the highest marker efficiency gained. If the fabric is in excess, then it must be tried 
to cut all and ship or use the balance to some other style or return the excess fabric 
back to the supplier. 

 
• Reduce the marker fall out – This is carried out to get higher marker efficiency. To 

get a higher marker efficiency, it is possible to follow, 
o Pattern engineering such as, 

 Splitting panels, 
 Rounding corners, 
 Reducing seam allowances and hem width, 
 Adjusting pattern dimensions without noticeable change to fit and 

style, 
 Adjusting grain lines for hidden parts, etc. 

o Mixed size, long length markers and optimum number of sets to get economic 
cut quantities. 

o Improving spread methods, such as, 
 Two or three markers lay together, by joining or stepping. 
 Reducing end allowances, by using automatic spreader or end cutters. 
 Using skilled spreaders. 

o Improving and selecting cutting methods.  
 When cutting by an automatic machine, it needs to add some buffer 

space for knife clearance at a notch or cut mark. To remove this buffer 
it is necessary to cut by manually. 
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 For some hard fabric like denim or thicker fabric like fleece, the 
automatic cutter requires a lower number of plies, around 40 to 60 
plies, but in manual that can cut 70 to 90 plies, with out much effort. 

 Using skilled cutters. 
 
• An efficient and suitable way of removing fabric defects is to do it at spreading or at 

the panel inspection stage. For an example, it is possible to cut a small part from a 
large defected panel avoiding the defect as shown in figure 4.27. 

 
 
 

Defect 
 
 

 
Figure 4.27 – A method of avoid defects. 

 
To reduce the fabric wastages must be aimed to 

• Use very long length fabric rolls. 
• Use very large width fabric rolls.  
• Reducing width variation. 
• Marker making for actual width of the fabric. 
• Striving towards to zero defects fabric. 
• Protective fabric packaging and storing. 
• Minimum shade variations. 

 
4.28.9  Eliminate other material waste 
Eliminating the unnecessary usage would stop a certain amount of wastage. 
Eliminate material wastages can be done by reducing the usage or by using a cheaper 
material. 
For an example towel papers (toilet papers) can be used instead of using interleaving papers 
to separate the plies among the shade varied fabric rolls. 
Re-using the materials can reduce the wastages. For an example used polythene bags can be 
used again to pack the cuts instead of getting new bags. 
 
However the management has to be very careful to do the cost reduce by using cheap 
materials, because some items can be purchased at low prices which are not suitable for the 
product and also must affect the smooth running of the machines. This type of mistakes 
makes a big losses to the company. 
For an example, to obtain computer printouts, typing papers can be used as well, but it 
damages the printer and wastes lot of papers and time. 
Another example, when using some low cost numbering stickers, the efficiency of a 
numbering operator will be reduced. 
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4.28.10 Eliminate manpower and time waste 
To eliminate the idling time the following has to be maintained. 

o Proper day to day plan, 
o Exact number of workforce, 
o Better supervision, 
o Use skilled, target oriented and multi expertise people, 
o Reduce unnecessary overtime work, 
o Eliminate double work and unnecessary work. 

 
When reducing man- power it should not affect the cutting production and also the sewing 
requirements, where that has to maintain a smooth flow of work to the sewing room. 
One of the major opportunities that have is the ability of controlling man- power is to reduce 
the wastage of other departments that would be occurred due to some sourcing lapses. For an 
example, if the fabric is received in late evening and it should have to stitch from next 
morning or almost delayed, that can plan overtime or a night shift to carryout the cutting 
operations, having a multi skilled workforce is an advantage to rotate the workers or increase 
workforce for a required task. For an example if it needs to number the panels to higher target 
and is urgent, then some panel checkers or bundlers can be allocated temporarily stopping 
their work, which is identified that is not so urgent, for that moment. 
 
4.28.11 Make the best use of machinery and spaces available and select 
the best methods 
 
For some examples,  

o The band knife cutter is best to use if a fine cut is needed. 
o A long straight knife (12”) is best to cut deeper ply heights. 
o The automatic spreader should not be used for stripes and check fabric, if the garment 

requires matching stripes and checks. 
o Pins or laser lights can be used to lay stripes and checks. 
o Some piping and appliqués must be fused; it can be fused after cutting or can be cut 

after fusing, where it depends on the style and the ability. 
o The cutting room arrangement must be implemented in an easy to access method, 

means everything must be readily available at a nearest place. Thereby the 
arrangement must be as follows which would again reduce the unnecessary human 
movements, and avoid any damages that can be occurred at transport, etc, 

Fabric storage (with labeled style, width, etc.) 
Spreading table, Cutting table, 
Bundling table, Cuts storing rack, 
Numbering table, Panel checking table, 
Cuts issuing counter, 

 
To reduce wastages using new techniques, steps must be taken to give training to the staff 
and introduce incentives and rewards as motivational factors. 
 


