
   52 
 

REFERENCE LIST  
 
Bahdan T. Kulakowski, 1994. Vehicle Road Intersection 
 
 
Canada 1999. Summary of Pavement Smoothness Specification in Canada and Around 
the World. Canadian strategic Highway research Program 
 
 
Cundill M.A., 1996. The MERLIN Road Roughness Machine User Guide. United 
Kingdom. 
 
 
Herman de Solminihac T, Ricardo Salisill, Erwin Kohler and Elva Bengoa. 2003. 
Analysis of Pavement Servicibility for the AASHTO Design Method. The Chilean Case. 
The Arabian Journal for Science and Engineering, Volume 28, Number 2B. 
 
 
Joseph Budras P.E., 2001. Operating Instruction. A1471 T.R.R.L, Bump Integrator Unit, 
A1473, Counter Unit. Leonard Farnell & Co. Ltd  
 
 
Michael W. Sayers, Steven M. Karamihas, 1998. The Little Book of Profiling. University 
of Michigan (USA) 
 
 
M.W.Shahin, n.d., Pavement Management for Airports, Roads and Parking Lots. 
Chapmen and Hall. 
 
 
Ralph MAAS, W. Ronald Hudson, 1978. Pavement Management Systems. 
 
 
Sri Lanka.1989. Standard Specifications for construction and Maintenance of Roads and 
Bridges. Ministry of Highways, Road Development Authority.  
 
 
Sri Lanka,2008. Standard Specifications for construction and Maintenance of Roads and 
Bridges Institute for Construction, Training and Development. 
  
. 
State of California, Department of Transportation, Quality control, Quality Assurance 
Manual, 2002. 
 
. 
Vllidtz, Elsevier, 1987. Pavement Analysis 


