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   4.7 Pressure Cut-off Valve 
 
 

                
 
   4.8 Limit Switches 
 

                
 

 

This machine contains following major components. 
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Operation principle 

The following features are incorporated. 

 

• Operate at least one million open close cycles, without major repair 

• Leak detection from outside as well as inside 

• Prevent dry operations 

• Handle power supply failures during testing session 

• System to withstand water pressure up to 10 bars 

 

 

 

The equipment include the following facilities. 

 

1. Pressure pump to maintain constant pressure in the system during the testing session 

2. Adjustable pressure regulator to maintain required pressure up to 10 Bars 

3. 24 hr time is provided to have continuous operation, (For endurance test equipment can be set 

automatic operation for pre-set time intervals. 

4. 0-5 min timer is provided to maintain fully close time up to 5 min and 0-60s time to for fully 

opened time up to 1 min. 

5. Counter (0000 to 9999) is provided for each operation cycle. 

6. counter (0000 to 9999) is provided for leakages and cumulative counter for open/close cycles.  

(if the valve leaks pressure pump will start before the preset times) 

7. Geared motor is provided for smooth operation of hand wheel or close/open lever mechanism 

8. Universal coupling mechanism to couple the rotary spindle of geared motor to the close/open 

mechanism of the valve 

9. Adjustable limit switches are provided to maintain the optimum seating position of closing 

and opening. 

10. Auxiliary water flow switch. 

 




